Q CCTV Camera Pros

Video Surveillance Systems for Home, Business & Government

SDI-CR1

HD-SDI to HDMI Converter

The SDI-CR1 is an SDI to HDMI video converter that enables SDI format cameras
with BNC/coax output connections to be connected to the HDMI video input on a
device such as a HDTV or monitor.

SDI-CR1 Product Specification ‘

Video Input HD-SDI, SD-SDI, and 3G-SDI via BNC
Video Output Full HDMI Support

Data Rate 270Mb/s, 1.485Gb/s, 2.97Gb/s
Impedance 75Q

Signal Range SD-SDI 460 meters; HD-SDI 230 meters

SD 525i, 625i; HD720P@24HZ, 720P@25HZ, 720P@30HZ, 720P@50HZ, 720P@60HZ,
HD 1080i@50HZ; 1080i@60HZ; HD 1080P@24HZ, 1080P@25HZ, 1080P@30HZ,

Supported Video

Resolutions 1080P@50HZ, 1080P@60HZ;

Audio Audio is NOT supported

Power DC 5V /1A. Working currency < 400mA. Power supply included.
Dimensions 105 x 59 x 23mm

Weight 75g

Warranty 2 Years

For more information on the SDI-to-HDMI Converter, click here: CCTV Camera Pros Page on SDI-CR1 Converter

For information relating to video surveillance equipment, please contact us, via email at info @cctvcamerapros.net,
bv phone at 561-433-R488 / RRKR-R490_-278R%- or visit our Website: www cctvecameranros com.






