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The Installation CD contains the software youn  eed to run the complete system.
After inserting the CD, you should be able to see this window:

©NUUO

The Intelligent Surveillance Solution

Product Overview

Online Tech Support Site

Click on Product Overview to access NUUO & official website www.nuuo.com for the latest product
information. You may also visit our  Online Tech Support Site for FAQ.
Click on Install if you wish to start system installation immediately , or Click on Documents for extra info.

| Product Overview  |p Online Tech Support Site | Product Overview  |p Online Tech Support Site

Install Server Application Installation Documents Installation Guide

Client Application Installation User Manual

Remote Desktop Tool Installation Notes

Burning Test
DVR Driver Installation

Hardware Requitements
PDA Client Installation

Smart Phone Client Installation

The Inteligent Surveillance Solutio

If you are installing the system on multiple PCs, install the appro

nuuo.com

priate software for each PC:

The Infeligent Surveillance Solutiol

- Server Application:  All functions of NVR /DVR/Hybrid NDVR systems including Main Console, Playba ck,
Remote Live Viewer, Backup, and Verification Tool.

- Client Application: Remote functions of NVR/DVR/Hybrid NDVR systems includ  ing Playback, Remote Live
Viewer, Backup, and Verification Tool.

- Remote Desktop Tool: The tool to access main console and se  tup configuration remotely.

- DVR Driver: The tool to detect the type of capture cards and install the proper driver automatically.
- PDA Client: Client application for PDA device s.

- Smart Phone Client: Client application for smart phone device s.

- Related Link: Click for more information including User Manual, Installation guide and Hardware
Requirement s.

The following section describe sthe installation of each element of the Intelligent Surveillance System.


http://www.nuuo.com/

The Intelligent Surveillance Solution

NUUO NVR/DVR/Hybrid NDVR
Server Application Installation
to start the installation.

Step 1: Insert the Installation CD. Run autorun .exe from the CD -ROM directl

NUUO NVR DVR NDVR System

Server Application Installation
Software MainConsole, Playback, Remate Live Viewer, Backup

Client Application Installation

Remote Desktop Tool

DVR Driver Installation

PDA Client Installation

Smart Phone Client Installation

The Intelligent Surveillance Solution

Step 2: Select Server Application Installation

System

Step 3: There are 4 system types listed in the System Setup Tool window. Choose one and select Next.

- NUUO IP Surveillance System/Trial System
- NUUO MPEG-4 Hybrid System

- NUUO H.264 Hybrid System

- NUUO Full D1H.264 Hybrid System

Note: The Setup Tool will detect the type of capture cards install ed on PC and enable the system

option sauto matically.

Step 4: Select Next to contin ue.

NUUO IP Surveillance System - InstallShield Wizard

‘Welcome to the InstallShield Wizard for NHUUO
IP Surveillance System

The InstallShield Wizard will install NLIUD 1P Surveillance
System on your computer. To continue, click Next.

] Cancel

Step 5: Check the option | accept the terms of the license agreement , Select Next to continu e.

NUUO IP Surveillance System - InstallShield Wizard
License Agreement
Please read the following license agresment carsfully, I"'\h
End User License Agreement ("EULA") ~

Do not install or use the softvears until vou have read and accepted all of the license
terins. Permission to use the software is conditions! upon your sgreeing tothe license
terms. Installation or use of the software by you will be deemed to be acceptance of
the license terms . Acceptance will bind you to the license terms in & legally enforcesble
cantract with MU Inc:

* SOFTWARE LICENSE AMD LIMITED WARRAMTY
This is an agresment between you, the end user, and NULG Inc. ("NULIC™. By using
this software, you agree to become bound by the terms of this agreement =]

(@il accept the temms of the license ageement

(O do ot accept the tems of the license agreement

<Back || Mew> | [ Concel |

Step 6: Enter the appropriate information,  select Next to continu e.
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Customer Information

NUUO NVR/DVR/Hybrid NDVR System

Please enter your information.

Please enter your name and the name aof the company for which vou wark.,

User Name:

User

LCampany Mame:

Company

InstalShisld

<Back | Mew> | [ Cancel

Step 7: Choose Complete or Custom setup type .

HUUO IP Surveillance System - InstaltShield Wizard
Setup Type

Select the setup type to install.

Please select a setup tupe.
©Complets
@ All program features wil be installed. [Renuires the most disk space.)
(O Custom

Select which program features you want installed. Recommended for
advanced users.

InstallS hield

<Back || Mewt> | [ Concel

ICOMPLETESETURYPE

Installs all program features into the default directory.

Check Complete , and then select Next. All program featu
requires the most disk space.]

res will be installed. [ COMPLETE SETUP
ICUSTOMSETURYPE

Allows you to i nstall the system to a preferred directory and
install. [Recommended for advanced users ]

select whichever program feature(s) to
Check Custom, and then select Next.
Select Change if you wish to mo dify the installation directory
Select t he feature (s) for setup to install, select Next.

HUUQ IP Surveillance System - InstallShield Wizard

Choose Destination Location

NUUO IP Surveillance System - InstallShield Wizard
Select Features

Select folder where setup will install files,

Select the features satup will install

Inistall NULID IP* Surveilance System ta:
C:\Pragram Files\WUUDYSCB_IP

Select the features you want to install, and deselect the features you do not want to install.
y Deeseription
layback The main control cansole of
[ LiveWisw the NUUD IP Surveilance
Systerm,
[w|Backup
] Verfication

262 45 MB of space required on the C drive
9026.28 ME of space available on the C diive

<Back || Wews ] | Cancel

< Back " Hext » l[ Cancel
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Step 8: Select Install to start the installation.

NUUO IP Surveillance System - InstallShield Wizard &3

Ready to Install the Program
The wizard is ready to begin installation.

Click Install to begin the installation.
IF you want to 1eview or change ahy of pour installation settings, click Back. Click Cancel to exit
the wizard
InstallS hield
<Back || Instal ] [ Cancel

Step 9: Check Enable Update Notification Function  to allow us to notify you automatically when there are
software updates (Recommended). This will help keep your system u p to date.  The updater will also
collect info from your system that will be used for future system improvements.

Dpgrade Notification Agresment - InstaliShield Wizard

Update Notification
Please read the following agreement carefully

1>

MUUO Upgrade Motification Function Agreement

This is an agreement between you, the end user, and NUUOD Inc. =l
("MULIO™. By using this function, you agree to become bound by the
terms of this agreement. if you don't agree to the terms of agreement,

lease uncheck the "Enable Upgrade Motification Function”.

tWhat info is collected?
(When NUUO Upgrade MNotification is enabled, it will collect info related to
the upgrade process, including hardware specifications of your computer,

=

Enable Upgrade MNotification Function

< Back Cancel

Step 10: Select Finish, installation complete.

HUUO IP Trial System - InstallShield Wizard

Install§ hield Wizard Complete

The InstallShield Wizard has successfully installed NULIO 1P
Trial System. Click Finish to exit the wizard.

<Back | Fnish Cancel
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NUUO NVR/DVR/Hybrid NDVR

Client Application Installation

Step 1: Insert the Installation CD,

@ n UUO NUUO NVR DVR NDVR System

Server Application Installation

Software

emaore Ueskiop 1ool

DVR Driver Installation

PDA Client Installation

Smart Phone Client Installation

run auto run.exe from the CD -ROM to start the installation.

Step 2: Select Client Application Installation

Step 3: Select Next to continue.

‘Welcome to the InstallShield Wizard for NUUD
Surveillance Client

The InstalShield Wizard will install NUUD Surveillance
Client on your computer. To continue, click MNest.

< Bacl Cancel

License Agreement

Please iead the following license agieement carefully.

[End User License Agrsement ("ELLA") -

Do not install or use the sottware urtil you have read and accepted all of the license
terms. Permigsion to use the software iz conditional upon your agreeing to the license
terms. Installation or use of the software by you will be deemed to be acceptance of
the liserse tarms. Acceptance wil bind you to the lisenss terms in = legally enforcesbls
contract with MUUIO Inc.

* SOFTVWARE LICENSE AND LIMITED WARRANTY

This is an agreement between you, the end user, and NULIO Inc. ("NULIC"). By using
s sottwars, you agree to become bound by the terms of this agresment =l

€ 1 accept the terms of the license agreement Biint

& 1 do hot accept the tems of the license agresment

[stallShield

<Back Lo | Cancel |

continue.

Step 5: Enter your information and  select Next to continue.

Customer Intormation
Flease enter your information.

Please enter your name and the name of the company for which you wark

User Name:

[user

LCompany Name:

IFstallHield]

< Bachk I il I Cancel

-10 -
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Step 6: Select Complete or Custom setup type

Setup Type ‘
Select the setup type ta instal I ¢ -

and select Next to continue.
i, x|

Pleass select a satup typs.

@ All pragram features will be installed. [Requires the most disk space.]

" Customn

Selact which program features you want installed. Rrecommended for
advanced users

IrstallEhisld

< Back Mext > I Cancel

[COMPLETESETURYPE

Installs all program features into the default directory.

Check Complete , and then select Next. All program features w ill be installed. [ COMPLETE
SETUPeqguires the most disk space.]

ICUSTOMSETURYPE

Installs the system to a preferred directory ~ and allows you to select whichever program feature(s) to
install. [Recommended for advanced users ]

Check Custom option and th en click Next.

Select Change to modify the installation director

y where setup will install, select Next.
Select the features setup will install, select

Next after confirmation.

Clignt - izanl NUUO Surveillance Client - InstallShield Wizard
Choose Destination Location ‘ i Select Features I
Select folder where setup will install files. “h Select the features setup will instal 3 e
Install NULID Surveillance Client ko

Select the features you want to install, and deselect the features you do not want (o install

C:\Progriam Files\MULIOAS urveillance_Client Change...

Description
‘w/atch the recarded video,
Back wiew and/or search for
V::h;l:tinn unusual events and recorded

system information.

151.73 ME of space required on the C drive
9028.18 MB of space available on the C drive
IristalEie!d

<Back |7 Hesty I Cancel

<Back | MNew> | [ Cancel

Step 7: Select Install to begin the installation.

Ready to Install the Frogram ‘ i
The wizard is ready to begin installation.

Click. Install to begin the installation,

IF pou want to review or change any of your installation settings, click Back. Click Cancel to exit
the wizard

IristallEfiEld

<Back [T lnstall ‘I Cancel

Step 8: Select Finish when install is complete.

-11 -
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Remote Desktop Tool

NUUO NVR/DVR/Hybrid NDVR

Remote Desktop Tool allow user remote to access Main Console System and setup configuration.

Step 1: Insert the Installation CD. Run auto run.exe from the CD -ROM directl

@nuuo

Software

to start the installation.

NUUO NVR DVR NDVR System

Server Application Installation

Client Application Installation

Remote Deskiop Tool
User can use remote deskliop ool fo access main console
and setup configuration ramaotely.

DVR Driver Installation

PDA Client Installation

Smart Phone Client Installation

Step 2: Select Remote Desktop Tool .

The Inteligent Surveilance Solufion

Step 3: Select Next in the Install Shield Wizard dialog box.

Welcame ta the InstallShicld Wizard for NUUD
Remate Desktop Viewer

The InstallShield ‘wizard will install MUUD Remote Desktop
Wigwer on your computer. To continue, click Next.

< Bk Cancel

Step 4: Check the option | accept the terms of the

License Agreement

Flease read the following lice:

. Select Next.
x|

nse agrement careluly. I! -

[End User License Agreement ("EULA")

Do not install or use the software urtil you have read and accepted all of the license

terms . Permission to use the

softwars is condtional upon your agresing to the license

terms. Installation of uss of the softwars by you will be desmec to be acceptance of
the license terms. Acceptance wil bind you to the license terms in a legally enforceable
lcontract with NULO Inc.

* SOFTWARE LICENSE AND LIMITED WARRANTY

This is an agresment between you, the end ussr, and NUUO Inc. ("NULS"). By using
this software, you agree to become bound by the terms of this agreemert

& I accept the terms of the license agreement Frint

| do nat accept the terms of the license agresment

| FestallEHield

< Back Het> | Cencel |

Step 5: Enter your information, select Next.

Remote Desktop Viewer - InstallShield Wizard

Customer Information
Please enter youl information

Please enter your name and the name of the company for which you wark.

User Hame

nuuo

LCompany Name;

[ cBack ] mew Cancel

-12 -
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Step 6: Select Complete or Custom setup type.

Remote Desktop Viewer - InstallShield Wizard
Setup Type \ % ‘ f
Select the setup type to install

Please select a setup type.

@ Al program features will be installed. [Requires the most disk space.]

() Cugtom

Select which program featuss you want installed. Recommended for
advanced users

<Back || New> | [ Cancel

[COMPLETESETURYPE

Install all program features into the default directory.
Check Complete , and then select Next. All program features will be installed. [Require  sthe most
disk space.]

ICUSTOMSETURYPE

Install the system to a preferred directory. Select program feature(s) to install. [Recommended for
advanced users ]

Check the option  Custom , select Next.

Select Change to select folder setup will install files.

Select the features setup will install.

Remote Desktop Viewer - InstallShield Wizard

Remote Desktop Viewer - InstallShield Wizard

Choose Destination Location Select Features
Select folder where setup vil instsl fles. Select the features setup vall nstasl
Install Remote Deskiop Viewer to: Selact the features pou want to install, and deselect the features you do not want to install
C:\Program Files\non_bianded\RmiDskViewer Dasinion
3.81 MB of space required on the C drive
368,65 MB of space available on the C dive
[ <Bak J mew> | [ concal | [ <Bak | mew> ] [ concal |

Step 7: Select Install to start the installation.

Remote Desktop Viewer - InstallShield Wizard

FReady to Install the Program “
The wizard is ready to begin installation.

Click Ingtall to begin the installstion

1 yous want to review or change sny of your instalstion seftings, click Back. Click Cancel to ext
the wizard.

<Back Install Cancel

Step 8: Select Finish after installing the system completely.

-13-
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DVR Driver Installation
Driver Install Tool help user to auto detect type of capture card and install corresponding drivers.

Step 1: Insert the Installation CD. Run auto run.exe from the CD -ROM directly to start the installation.

© nUUO NUUO NVR DVR NDVR System

Server Application Installation

Software

Client Application Installation

Remote Deskiop Tool

DVR Driver Installation
Driver installation fool will detect the type of capture cards
and install the proper driver automatically.

PDA Client Installation

Smart Phone Client Installation

The Inteligent Surveillance Solution

Step 2: Select DVR Driver Installation .

Step 3: Inthe NUUO Driver Setup dialog box, select  Next.

 NUUODriver Setup

‘Welcome to the NUUODriver Setup
Wizard

This wizard will guide you through the installation of
NULUODriver.

It is recommended that you dlose all other applications
befare starting Setup. This will make it possible to update
relevant system files without having to reboot your
computer.

Click Next ba continue,

Step 4: Check | Agree to continue.

& NUUODriver Setup

License Agreement e
Please review the license terms before installing NULIODriver . ’\ 'y

Press Page Down to see the rest of the agreement.

End User License Agreement ("ELLA") ~

Do not install or use the sottware until you have read and accepted all of the license
Ierms. Permission to use the softwara is conditional upon your agresing ta the license
lerms. Installation o use of the software by you wil be deemed to be acceptance of the

license terms. Acceptance will bind you to the license terms in a legally enforceable
contract with company.

* SOFTWARE LICENSE AND LIMITED WARRANTY
i'rms is an agreemsnt betwesn you, the end user, and company. By using this software,
1F you accept the terms of the agreement, click T Agree to continue, You must accept the
agreement ta install NLULIODriver.

<pack |[_1ages | [ concel |

Step 5: Installing NUUO driver. $ 1uuD0siver Selu

Installing =
Please wait white NULODriver is being installed. R 'y y

Search and remove elder driver

-14 -
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Step 6: Click Finish after installing the system completel

 NUUODriver Setup

NUUO NVR/DVR/Hybrid NDVR

, and then choose to

Completing the NUUQODrniver Setup
Wizard

Vour computer must be restarted in order to complete the
installation of MUUODriver . Do you want to reboot now?

©f

()T want to manually reboot: later

-15 -
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NUUO NVR/DVR/Hybrid NDVR System
PDA Client Installation

Step 1: Connect PDA device to the PC.

Step 2: Insert the installation CD, click PDA Client Installation to automatically install the client application in

device.
Note : If you do not have Microsoft® ActiveSync installed, a message will appear o0Cannot
ActiveSync, install ActiveSyncand r un i nstallation againgdg.

©nUU° NUUO NVR DVR NDVR System

Server Application Installation
Software
Client Application Installation

Remote Desktop Tool

DVR Driver Installation

PDA Client Installation
Please make sure PDA device has connected with PC betore
install the PDA client

Smart Phone Client Installation

Step 3: Check that the client application is installed completely in PDA device.

f.. | Stark = 2

NUUD NUUD PDA Client.CAB was
successfully installed on your
device.

If you need more storage space, you
can remove installed programs.,

-106 -
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Smart Phone Client Installation
Step 1: Connect Smart Phone device to the PC.

Step 2: Insert the installation CD, click Smart Phone Client Installation to automatically install the client
app lication in device.
Note:l f you do not have MicrosoftE ActiveSync installe
ActiveSync. Please reinstall ActiveSyncandth en run this installation again

©nuuo NUUO NVR DVR NDVR System

Server Application Installation

Software

Client Application Installation

Remote Deskiop Tool

DVR Driver Installation

PDA Client Installation

Smart Phone Client Installation
Plecse make sure PDA device has connected with PC betfore
nstall the PDA client.

Step 3: Check the client application is installed complete ly in smart phone device.

Installation
successfully installed on your
device.

If you need more storage space,
you can remove installed

programs.

-17 -
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NUUO NVR/DVR/Hybrid NDVR System
Quick Start

Execute Main Console

Step 1: Go to Start > All Programs > NUUO Surveillance System > NUUO Main Console to e xecute Main

Console.
Step 2: Enter your own password into the edit box, enter it again for double co nfirm and then click on  OK.

First Execution of Main Cnrlsule System @

i NUUQ IF Survedllance Svetem » E NUUQ Backup System The Intelligent

) NUUQ MPEG-4 Hybrid System. » | NUUO DBTook corfetBpmimosne Surveillance Solution

RealTNC AT NUUO Main Console

5@ Sk}fpe » E NUTIO Plavback Syt Plaase enter password far administrator

I Storm Codec b [ NUUO Remote Live Viewer UserAscount: [admin

Password: |

Password Confirm: [

: . o
Activate IP Camera License (S)

Step 1: Open License Manager Tool in Config menu.
Step 2: Select Activate tab, check the PCin Online network environment.

Step 3: Insert the SN, SN file or dongle to activate licen  se.

Step 4: After software license is activated successfully, please restart Main Console.
Note: Please refer to page 118 for advanced settings.

License Management Tool E

Activate | Transfer
" | I

SN Channel Product Status
i
i Setting
A User Account Setting Ste 2
License Manager p
Save/Load Configuration 3
Activate type
Counting Application
&+ Online activation:
POS application
o b
Log Viewer 9 it

Backup ) " Import S file:
Metwork Service < ~
Step 3

Schedule  Guard About MainConsole. .. \
i A A " Offline activation:
Step 1 : Export server information file

&

-

Step 2 : Use "Offline Tool" to activate license and get offline license
file

Step 3 : Import offline license file:

Install IP camera(s)

Step 1: Setup the IP camera(s) by referring to the user manual provided by the IP camera manufacturer.
Step 2: Make sure you can access this camera through IE browser.

Step 3: Add the IP camera(s) to the system by following the steps below.

-18 -
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Add IP camera(s)

I
@ H
& User Accounk Setting
License Manager
Save/Load Configuration Step 3
Counting Application
& POS Application
v E Log Wiewer
B Backup

Step 1: Execute Main Console .

Step 2: Type in user name and password and log in to the system.

Step 3: In Main Console, goto  Config and select Setting to obtain the Network Service
Setting panel.

About MainConsole...
A A

Search I? Cameray &
Note : If the IP camera support sUPnP, follow step 5. Otherwise, follow P— s
step 8.

Step 4: Go to Camera tab.

00-11-68-8044-F1
Levelong FCS-1010 00-11-68-80-44-30 ‘
AXIS 207

Levelane FCS-3000
Levelone FCS-1040
Levelone w2030 00-1

Lavelone FCS-1030 00-11-68-80-36

Step 5: Click on Search to detect IP cameras under this local area
network ( LAN).
Note: The Search function isavailable only when the IP cameras

Su ppOft U P n P Camera Mame: |LevelOne FCS-5011(192.1681.131)
Userhame. [
Password ’7

O000o00o0oCc

10

Step 6: Select one of the IP cameras that are available and enterth e

username and password. L) (]

Step 7: Click OK to add the camera. Step 4

Step 8: Click Insert to insert the IP cameras.

Step 9: Enter the IP address or domain name (check the Use DNSoption),
Http Port, Username, and Password.

Step 10: Select Auto Detect .

Step 11: Select OK to add the camera.

Step 12: Select OK to exit.

Netwaork

MName [
Step 9 / IP Address: I Use DNS

9 Http Fort: o0
\ Ueor Hame

Password

Protocol @ TCP CUDR € HITE
Step 10 .
~Device
“endor: |ACTI a Auto Detect
Step 11 Camera Model: [SED200 =
e NS S N

S50 E G E 76

~Description
ideo Codec:MPEG4
Audio Codec: MN/A
Camera: 1, DI:2, D02

\I 0K ‘ X Cancel

-19 -
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Set Schedule
Step 1: Execute Main Console.
Step 2: Type in user name and password

Step 3: Select Schedule .

Step4d: The default schedul e i scamerdiswnewlys r e =
inserted. i

Step 5: Choose a camera and then select Configure or just double click
on the schedule bar to modify the recording mode.

Step 6: Select OK to update the recording schedule.

Step 7: Select OK to go back to Main Console.
Step4  Step5

Set Smart Guard

Step 1: Execute Main Console .

Step 2: Type in user name and password and log in the system.

Step 3: Click on Guard .
Step 4: Select a camera and then click on Insert Event.

Step 5: Take 0General Motion 6 for example, select General Motion as the
event type andthenclickon OK.

Step 6: In Alarm Event Configuration panel, define your own detection
zone, sensitivity and interval. After that, click on OK to save the
configuration. Step 4

Step 7: Click OK to go back to Main Console.

o
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Start Recording & Smart Guard
Step 1: Execute Main Console.

Step 2: Type in user name and password and log in the system.

Step 3: Click on Start. Start Woritor a1
Start Recording Schedule
Step 4: Click on Start Recoding Schedule and Start Smart Guard System Start Counting Applcstion

to enable the two functions.

Playback
Step 1: Execute Main Console .

Step 2: Type in user name and password and log in the system.

Step 3: Click on Playback .
Step 4: In Playback, click on Date Time Search Dialog

Step 5: Select a specific day from the calendar , left click on mouse and dra g to selecta video clipto  replay;
user can also select multiple channels to replay at the same time.

Step 6: The recorded files are  now ready to view.

£ Dato Time Scarch Dialog [Local Machine] ﬂm
@ . Date Time Period Video Preview
©-#2EW00 Start Tirme: 1000322 = 174310 = [ Enable Praview 171310 f \
« ECEST »
End Tirme 10003122 = 171336 = m
12345 ar /22,2010 17312
67 8 9101112 Set
1314 15 16 17 18 19
20 21[3723 24 25 26 Color Event Typs
2728293031 [m] General Motion
[m} General Motion(De
o Foreign Object
¥ Ehaw Recording Sefieduict Wissing Object
¥ Shaw Event Log [m] Focus Lost
O Camera Ocelusion
O Signal Lost
= omsi s w v w5 5w e w7 w w m o m  m s
[ camera 1 i — 1
Bcamera2 == 1
[ camera 3 = t
Ecamera 4 sE= t
[Hcameras 1
[EHcameras '
B camera 7 == 1
[Hcameras e — { hd
yoros ) L
Record Always e Record on Mation
——— Buosting Record ——— Record on Event [V o ] [X conce ] )

AN
O Gl

Step 5 Step 4
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This is the main operati ng system - to activate schedule recordi  ng, setup smart guard and
configure system setting.



Shut down the Surveillance System or log out current user.

Minimize the Main Console window.

Allocate the s ub -screen display by clicking on the desired layout icon.
display, double click on a particular sub
screen division layout.

Divide into
1 screen(s)

| ||Divide into
10 screen(s)

Divide into
13 screen(s)

Divide into
4 screen(s)

Divide int o
13 screen(s)

Divide into

17 screen(s)

L

ko

To
-screen. Double click on the screen again to regain previous

Divide into
6 screen(s)

Divide into
16 screen(s)

=

Switch to
Full screen

7, N
[ 21)

switch to single camera

Divide into
9 screen(s)

Divide into
N screen(s)

Rotate all
screens

Only av ailable under wide screen resolution(1440x900, 1680x1050, 1920x1080, 1920x1200):

| Divide into

Indicate the working status of the syste

Divide into

4 screen(s)

L1116 screen(s)

When the crystal ball is red, click it to open the

Display date, time, free Disk space, IP Camera Bit rate customized text and Furthe

Divide into
9 screen(s)

Divide into
12 screen(s)

m. Gray & atrest, Blue - recording, and Red 8 events detected.

event report then cancel the event(s).

Temperature, Fan speed, System Resource and Network Utilization.

5 network service icons indicate which services are switched on/off.

r information like

Live View

3GPP

Start

Plk

Desktor

&

8




To customize Information about wi ndowds s et t Betting,- General t- StatuS Display. g
Select Advanced Setting for further information like Temperature, Fan speed, System Resource and
Network Utilization.

nuue

Start Monitor Al

Start Recording Schedule
Start Smart Guard System
Start Counting Application

g | —
el ea

Ewmet o o) ) |

g Evenl kel —= == [ 0 e — 4

Open E-Map . m T elm[efala) ‘
Cpen Resource Report “\

Open IO Control Panel

Lock Systern

Click on the Starticon and select from the drop down menu to activate/ deactivate: (a) Recording
Schedule System, (b) Smart Guard System, or (c) Counting Application. Or select Start/Stop Monitor All to
activate/ deactivate all the functions at once.

The Start menu also include the opti  on to Enable Secondary Display, and open monitor tools, such as open
event report to monitor smart guard event; open E -map window to monitor all devices with map indicator;
open Resource Report to check system status; open 10 Control panel to monitor the D I/DO status and
manual triggering the DO devices; or lock the system here. See page 75 for more details about secondary
display.

1. When activating any of the monitor functions of Smart Guard, system would consider the current
screen status as normal. Therefore, if you want to, for example, detect Missing Object, be sure the
object needed to be protected is in its position at the moment you click Start button.

2. To automatically activate the Recording Schedule Syst em, Smart Guard System and Counting
Application , at the Main Console go to Config ; Setting ; General; Startup to setup the auto -startup
functions.

3. As for Secondary Display, open event report, open E -map window, open Resource Report and
open 10 controls pane |, Main Console will keep the behavior sas the latest status when exiting the
system.

Click on the icon to get Playback Console. You can watch recorded video, search recorded video, adjust
image of the stored data, save video/ pictures, print i mages, check log information and event records, and
set up recording function configuration. See Playback on page 30 for detail.

Organize recording time schedule and setup recorder configura tion. See Schedule on page 45 for detail.

Add/edit type(s) of events that you want to detect; setup action(s) responding to events. See Guard on
page 52 for detalil.



Select from the drop down menu to modify the general setting s, user account settings, save/ load
configuration settings, open License ~ Manager , edit counting application and metadata application, access
log viewer and backup files, or setup network services. See Config on page 65 for detail.

User account and License manager could only be enabled for users with administrator privilege.

nuue
B

Control the movement of PTZ cameras. With cameras that support PTZ control, you can move, zoom, patrol,
adjust the focus, and set preset points of the cameras.

Adjust the camera view until you are satisfied. Click on the Set icon and set up the view as the preset point
01. Adjust the camera view again and set up the preset point 02. Repeat the process until finish setting up all
preset points. You can enter any names you want instead of the preset point 01, preset point 02, preset point
03é, cl i cQo icomandtvieveth e result of your setting.
For the speed settings of PTZ camera, go to Config 0 Setting - PTZ Config to setup the advanced
settings.

Clickonthe +and & signs to zoom in and zoom out the view.

- e .
You can select to have the came  ra focused near or far. Click on Focus Near @ to focus on objects closer
[ e |

to the camera. Clickon  Focus Far L—&] to focus on objects further away from the camera . Click on Auto
Focus @ if you want the system to decide the focus point for Fatrol Sotup

you. Group 1 }Gmup2] Group 3| Group 4 |

Group Name © |Group 1

Period: - 58ec

[~ Active

Goto Set Preset Point - Set Patrol to obtain the Patrol Setup

dialog.  From the left window, select the cameras that you
would like to have in the patrol group. Align the cameras in
order in the right window and adjust the time. Rename the

group name if required . After completing the setup, check the
Active option, and then click OK.
You can define up to four groups of auto patrol. To
start o r stop, click on Go to Preset Point in the Main

Console, and select Start Patrol or Stop Patrol.

ok ) (X cwen
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1.3 On Screen Menu
Camera Setting
Right click on the camera screen and get the On Screen Menu, from

which you can quickly  adjust the setting of camera . (] Enable Mave

(1] Enable Talk
1.3.1 Camera Setting
Click to go to the camera setting page for configuration. See page 70 Enable Digital PTZ
for details. Immerision Lens Setking r
1.3.2 Enable Move/Area Zoom Connect
With cameras that support PT function, click the Enable Move function to % Disconnect
adjust the current camerads view by ¢ di
ca_ncel this function, right clickont  he screen a_nd select Disable Move . Show Camera N
With cameras that support Area Zoom function, click the Enable ! ,
Move/AreaZoom function to adjust the curre Duplicate Camers
dragging a rectangle on the display screen. To cancel this function, right Delete Camera

click on the screen and select Disable Move/Area Zoom Fixc Aspect Ratio

1.3.3 Enable Talk Instant Playvback »
*This feature is not available under NUUO NVR Lite License.

With cameras that supporttwo  -way audio, select enable talk to utilize the
function. Manual Record

Snapshok

Toaagle Fullscreen
1.3.4 Enable Digital PTZ

To enable the PTZ functions o f the camera, selectthe  Enable digital PTZ option . Use mouse wheel or click on
the + and 0 signs to zoom in and zoom out on the camera, or drag a rectangle to enlarge the area.
The square flashing on the video grid indicate the correspondent view ratio of the camera.

1.3.5 ImmerVision Lens Setting

*This feature is not available under NUUO NVR Lite License.

With cameras that support ImmerVision Lens.  Right click on the display screen and select the mode of lens,
original, PTZ mode, Quad mode and Perimeter mode . If the lens setting set as Quad, PTZ, or Perimeter mode,
the Enable Digital PTZ option would become Enable ImmerVision digital PTZ.

1.3.6 Connect/ Disconnect
Right click on the display screen and select Connect/ Disconnect to modify the connecting status of the
camera.

1.3.7 Show Camera
Select the camera from the Show Camera Menu to display video on selected screen.
Note:
1. The camera list of show camera menu shows as the one in the right column of monitor display
panel.
2. The change of displayed scre  enis only applied to the current display divisions.

1.3.8 Duplicate Camera
Select the camera from the Duplicate Camera Menu to duplicate camera video to selected screen.
Note:
1. The duplicated camera would add to the camera list of duplicate camera menu shows as the one
in the right column of monitor display panel.
2. The change of display list will apply to all divisions and also the right column of monitor display.

1.3.9 Delete Camera

Click on Delete Camera to remove a camera from the display screen of th e display screen.
Note:
1. The camera list of delete camera menu shows as the one in the right column of monitor display
panel.

2. The settings will apply to all divisions and also the right column of monitor display.

- 20 -

sp

by



The Intelligent Surveillance Solution

NUUO NVR/DVR/Hybrid NDVR System

1.3.10 Fix Aspect Ratio
For some special camera resolution, user can enable Fix Aspect Ratio to view original ratio video, or disable
this option to stretch 3:4 to fit window.

1.3.11 Instant Playback

*This feature is not available under NUUO NVR Lite License.

To open the Instant Playback window of the camera, selectthe  Instant Playback option and choose the
period. Refer to 1.5 Instant Playback section for detail.

|4 Snapshot
1.3.12 Snapshot -
Select the snapshot function to capture a specific video image
frame imme diately. You have the options to copy the image to
clipboard or to save it. For further settings, select OSD option and
metadata option to export the image with date/time, camera
number/name and metadata text. If the digital PTZ function is
enabled in disp lay view, you can also decide Full S9ze or Selected
Region as your snapshot region.

1.3.13 Manual Record
Start recording video by selecting manual record.

¥ OBD v Metadata Region: |Fu

[ Save H Copy l [ X Close

1.3.14 Toggle Full screen
Select to view a specific channel with full screen . Press OESCO6 to go
bac k to original window.

1.3.15 TV-Out Pop -up
* Note: This function is not available if there is no SCB-7108/7116 card installed
Enable Digital PTZ

Show Camera 4
Duplicate Camera k
Delete Camera

Fix Aspect Ratio

Instant Playback b
Sniapshot

Manual Record

Toggle Fullscreen

TV-Dut Pop-up

Select to have the pop -up cameras on the screen notify users of the current event.

1.4 Live Display

NUUO Live display is flexible ; you may change channels and screen divisions. Each screen division shares
the same display list but has an independent display sequence.

For example , when using Show/Duplicate/Delete Camera function sto edit your camera list, the same list will
be available to all  different screen divisions.

Note : Thscamera list is also available atthe monitor display tab from the Config/Setting window . Two
monitors ¢ an have two independent lists
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Action C_u_rr_ent Other division
division _
Show camera 1 1
(add cam 1) 1| add to first free channel
Duplicate camera 12 a2
(duplicate cam 2) 2b L1/ add to first free channel
Delete camera 12 12
(del ete cam | remove cam 2 6 and keep channel free

When using a mouse to drag and drop camera channel s, the sequence change w illonly apply to the
current division.

Original Action Current division Other division s
1|2 4] 2 11213
4
3| a Drag cam 1 to cam 4 3|1
Not e change of sequence

Right click on the camera screen  for the on screen menu. Here you will be able to  quickly adj ust setting s of
your camera .

1.5 Instant Playback

* Not available under NUUO NVR Lite License

NUUO Instant Playback function allow s you to play the last few minutes of any live video channel . Smply
right click on Live Channel and select Instant Playbac kto access the recorded video.

1.5.1 Instant Playback window  overview

Instant Playback Window

-Flayhack Mavigation
100419

T4 07:07:12

e m] o))

e a )l (][]~
Tae D;:Jag:%c-k"?il??:ﬂﬂ G

Export Period
FF 070712 - T 07:08:12

Information Window : will show correct date  and time of video.

Playback Period :indicat esthe available play period; three options are available: ~ 1min, 3 min, or 5 min of
video.

Export Period : indicat es the period of video  you desire to export. Default is set as available play period.

Tool: @ Adjust to original video resolution button  : Pressto adjust the video to original video resolution
Audio button : Press to turn on/ off the audio.

@ Metadata button : Pressto enable / disable metadata transaction data overlay.
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1.5.2 The navigation of Instant Playback

The Instant Playback window allow s you to browse recorded video, take snapshotimage s and export video
with audio and metadat a transaction data.

To browse recorded video
Simply click on the timeline to view the video, or us e these navigat ion tools to control the player:

E @ E - Play / Pause / Stop
E - Sow motion / S peed up control

E @ - Reverse [frame by frame ]/ Fast Forward

E @ - Play Previous / Next minute video

To take snapshot sof a video clip :
Pause the video in image which  you want to export and click the snapshot button . The snapshot is

displayed and can be saved or copied to clipboard

To export recorded video
Select export period , click the export button @ and setup the options of export ed video.
The default export video period is as playback period. To customize period, select start/end time and click
on Cue In/Out from the drop -down list of button, the export period will be shown on the lower -left
corner of the window .
Export Format sinclude :
- ASF06 Format with best efficien cy. [Recommend ed]

- AVI (Microsoft Video 1) & Support s Windows Media Player with Vista & XP, the quality m ay be
p oor er than recorded video by  transcode.

- AVI (Original Format) o faster export process , better quality onthe recorded video but the export
file uses VLC Player to play . (For Windows Media Player , please install additional FFDShow
codec) .

Note:
- The restrictions of AVI format.
a. The maximum size of an AVl file is limited to 1.8 GB.
b. Variation of frame rate will cause the resulting video to play slower or faster.

- If the selected video sequence uses multiple image resolutions (CIF, 2CIF, 4CIF, etc.) or multiple
video format(MPEG -4, M-JPEG, H.264), the exported video sequence will create separate  export
files every time the resolution changes
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2.1 User Interface overview: / \
S C R
Mode
Screen EI 3'

Division s

EX

EE| T

Open Record Gen_eral
Setting
Enhancement
/Post Processing Backup
Tool
e : . _ Save Export Video
Minimize  Scroll Bar Information Window Audio Volume Image / Audio
Control
Print Log Viewer

Minimize: Minimize the Playback console.

Exit: Shut down the Playback console.

Scroll bar: Indicate sthe status of the playing video; drag it to where you want to review.

Information Window : Display time and date , video status, cue in/out time points and video playback
speed.

Audio Volume Control : Adjust the audio volume

Screen Division : Allocate the sub -screen display by clicking on the desired layout icon. To switch to
single camera display, double click on a particular sub -screen. Double click on the screen again
to go to previous screen division layout. To view in the full screen mode, righ t click on the screen
for the Toggle Full Screen function.

Control:

W Play, Pause and Stop the video.

o FWD/REV: Customize th e speed on Setting spanel.

Step FWD/REV: Forward/reverse frame by frame.

\@) Ccue Cue: When playing video, click on the Cue In/ Cue
I Out icon at where you want to set as the
starting/ ending point of a saved video ¢ lip.
The Cue In and Cue Out time will be displayed
on the Playback Information Window once
they are set.

@7 Speed: Control the speed of the playing video.
Options from 1x, 2x, 4x, 8%, 16x, 32X to 64x.
@7 Zoom: Zoom in and zoom out.
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On Screen Menu:

Toggle Fullscreen: Select to view cameras under full screen. Pr es s
original view.

Enable ImmerVision PTZ: Adjust PTZ in PTZ mode. (Depend on device)
ImmerVision Lens Setting : Select the mode of lens, original, PTZ mode, Quad mode and Perimeter

0 Esc 0 tmgobackitght c

Toggle Fullscreen

Enable Irmmertision PTZ

Irmrnervision Lens Setking ¥

B

PTZ Made
Cuad Mode

Perimeter Mode
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2.2 Open Record / Date Time Search Dialog

|f-\‘.
Click on the Open Record / Date Time Search Dialog button to access the Date -Time Panel and
withdraw the video record that you want to review.

2.2.1 Date Time Pan el

% DateTime Search Dialog [Local Machine]
@ . =) =7 ‘ - Date Time Period ~Video Preview
@ ﬁ Zia @ @ Start Time: | 100i03/22 —‘1|17-13-1n - [w Enahle Preview 174310
— =] |
4 =H 201 3
End Time: 100/03722 = 171336 = _
12345 Har~22-2010 1712
6 7 8 0101112 Set
13 14 15 156 17 18 19
20 21[22] 23 24 25 26 Color Event Type
27282930 31 O General Motion
O General Motion(De..
Foreign Ohject
v o B ;
Migsing Ohject
¥ Show Event Log O Facus Lost
O Camera Occlusion
O Signal Lost
H“= 0715 |a ] 10 11 1z 13 14 1= 18 7 18 19 0 2 ] b 2 fil
| camera 1 m= 1 =
([ camera 2 == |
_BCSI‘I‘IEF& 3 =2 |
| camera 4 ik ] |
_EC&I‘I‘IEF& 5 ol —1 i
(Ecamerat | 2= |
[Bcameraz | m— i
|Bcamera g L a =1 i -
B—r— 5l | »
Record Always e R0l o Motion
e B005 NG RECOM e R 0NC 0N Event [/ oK I [ X Cancel ]

2.2.2 Record Display Window
The record display window shows the information of the available video

clips. It may show in calendar or list control view. For further details about @F ﬁ _J Eh_i @ @
how to modify the record display window view, see page 43. o
Local Machine
@ o o . Recent List r
Remote Server Site: Open Remote Playback Site Management Seloct Folder

to access local machine or set up remote playback server. Select
Femote PC 1 (192.168.1.100)

Folder option to directly access recorded data folder or use Recent Remote PC 2 (192.168.1.101)

List to access previously recorded folder s. Remote PC 3 (192.168.1.103)
Eemota PC 4 (192.168.1.103)

Note: the Select Folder option requires password of Main Console.

ﬁRefresh refresh display window J Log Viewer: Accesses Log
Viewer Tool wb To access metadata Search Tool @ Previous Days: Show recording of previous

date @ Next Days: To show recorded of next recording date

2.2.3 Date Time Period
Select the start and end time points that indicate the time period you would like to view.

2.2.4 Video Preview
Check the enable preview option to view the selected video.

2.2.5 Event Type

There are 6 event types; see Chapter 4 - Guard for details. You may set up different colors for different event
types to help you select events.

* Note: Some event types will not be  available under NUUO NVR Lite License.
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2.2.6 Time Table
Utilize the 4]’ icon to select all channels; also utilize the
= T 41 A .
the scale bar = ” | to modify the scale of the time table.

Video records are displayed as a thin line on the time table. Check Show Record ing Schedule to show
the defined period for scheduled recording. | tis shown as a thick line in colors according to recording

mode.

= icon to deselect all channels. Finally, utilize

L3 1% 12 1D Lr 1o 1Y
20 2122]22 24 25 26
27 282030 31

(9]
B,
g

Event Type

General Motian
General Motion{De. ..
Foreign Object

Show
Record ing

v Show Event Log

Missing Object
Focus Lost
Camera Occlusion

oooEEOO

Schedule

Signal Lost

\|=-]‘;\U?f15 lé 9 10 11 12 12 14 : 18

Bcamera®
|Bcamera s
|Bicamera 6
|Bcamera 7

N

N\

Hcamera g |
= N\

Record Always
. B0015TiN] REXCOH

Record on Mation

—— Rerord on Event

Selecting Show Event Log makes Time Table show the time of event detection like below:

Color Event Type
Creneral Motion
Foreign Object \
Mizsing Object
——— 1,05 Focus
Crners Blook Show Event Log
] Signal Lost

=

g

7
——

2.2.7 Withdraw the Record

, top left of the Date Time Panel, select the date you want to

Step 1: From the record display window
purple/ green/blue lines shown on the time table indicate

withdraw the record from. The red/
available recorded video records.
Note: The record displ ay window can be shown in (a) calendar view or (b) list control view. To modify

the setting of the record display window, click on the Setting button at the right of the Playback
Console. See page 43 for more details.

Step 2: Use color bars to differentiate event types from each other. This will help you select video clips.

Step 3: Highlight the video clip you want to review by left -clicking and dragging the time period. You may
also utilize the Start Time and End Time in  Date Time Period Section. In addition, modify the scale of
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the time table with the + and d signs on the bottom left.

Step 4: Check the Enable Preview option to get the preview of the video you select.
Step 5: Click the camera name to increase or decrease cameras you want to playback.

Step 6: Click OK when setting is complete .

2.3 Search Mode

Click on the Search Mode icon to obtain the Intelligent Search Tool panel.
* This feature is not available under NUUO NVR Lite License.

Intelligent Search Tool Panel: Click on the Search Mode icon to open the Intelligent Search Tool. Setup
unusual events here to detect abnormality that occurred during the record ed period.

5 event s: General Motion, Foreign Object, Missing Object, Lose Focus, and Camera Occlusion

2.3.1 Unusual Event -General Motion
—Alarm Event Type
General Motion:  Detect all movements in the defined area. s H
Sensitivity: '—J—
Define Detection Zone:  Left click and drag to draw a detection zone. You may et
define more than one zone on the screen by repeating the process. ~Region Definition
i+ Define detectioh zone
Sensitivity: Modify the sensitivity setting  with the slider . Sliding rightwards  will it i
increase the sensitivity level, mean ing the slightest movement will trigger the alarm; A | e |
in contrast, sliding leftwards will reduce the sensitivity for movement detection. Rectangle count 0
Note: Config uring an appropriate sensitivity level reduces the possibility of a false [ Draw Region
alarm. For instance, you can lower the sensitivity  level to avoid the alarm % Stop when found
being triggered by a swinging tree in the breeze . search | cio

Interval: Move the slider control to the right to incr ease time interval so that the alarm will only be
triggered when the movement lasts longer. Move to the left to reduce the time interval.

Stop When Found: Check the option to have the video stop where motion was detected. Unche ck to
have video continuous ly runto detect all events available. Results will show in a search result box.
Click on the listed event in the box to jump to the point in the v ideo where motion wa s detected.

2.3.2 Unusual Event - Foreign Object

Foreign Object: Detect any additional object appear ing in the defined area on e
the screen. —Alarm Event Type

Foreign Ohject j
Define detection zone:  Left click and drag to draw a detection zone. The search R S
tool will detect additional object s that appear in this zone. el

—Region Definition
& Define detection zone

Define object size: Clickand d rag to draw and define the s ize of a foreign object.

¢ Define object size

Sensitivity: Modify the sensitivity setting  with the slider .  Sliding rightwards  will @[ e |
increase the sensitivity level, while sliding leftwards decreases it. .

¥ Draw Region
Interval: Click and move the slider control to the right to increase ti me interval so 122 Sz e
that the alarm will only be triggered when the object has been removed from the gearch | oo |
area for longer. Move to the left to reduce the time inter val.
Note: Setting up an appropriate Interval value will reduce the chance of false alarm s. For exam ple, you

can lower the Interval to avoid the alarm being triggered by a pedestrian.
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2.3.3 Unusual Event -Missing Object

Missing Object: Detection of selected object sremoved from the defined area on
the screen.

Define detection zone:  Left click and drag
tool will detect selected objects removed

to draw a detection zone. The search

in this zone.

Sensitivity: Modify the sensitivity setting with the slider .  Sliding rightwards  will
increase the sensitivity level, while sliding leftwards decreases it.

Interval: Click and move the slider control to the right to increase time interval so
that the alarm will only be triggered when the movement lasts longer. Move to the
left to reduce the time interval.

2.3.4 Unusual Event - Focus Lost / Camera Occlusion

Focus Lost: Detection of cameras los ing focus in recorded video
Camera Occlusion:  Detection of cameras being blocked in recorded video

2.4 Enhancement / Post Processing Tool

V4
Click on Enhancement / Post Processing Tool . to configure settings.
2.4.1 Gen eral Setting

Check the option and chose whether you want to apply the setting to all the channels or
only to those currently shown on the screen.

2.4.2 Filter Setting

Visibility: adjust the gamma value of the image to enhance the image and make it
clean er.

Sharpen: activate the function. Move the slider control to the right to sharpen the
image, to the left to soften it.

Brightness: activate the function. Move the slider control to the right to make the
image brighter.

Contrast: activate the function. Mo
contrast.

Grey Scale: show the record in grey scale mode so the image displays in black and
white.

ve the slider control to the right to increase

2.5 Save Video

Step 1: Click on the display screen to choose the camera display that you want to save as a v

—Alarm Event Type

Missing Object j
Sensitivity. ——— F——
Interval: e
—Region Definition
& Define detection zone
= Define abjecteize
Al Clear

Rectangle count 0

¥ Draw Region
¥ Stopwhen found

Search =] )

Post Processing Tool

 Apply all channels

Filter Setting
[~ Misihility

[~ Sharpen

[~ Brightness

[~ Contract

[ GreyScale

ideo clip.

Step 2: Setup the cuein and cue out points; the cue in and cue out time will show on the information

window.

CueIn

Cue Out
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]
(=
Step 3: Click on the Save Video button . choose the folder where you want to save the file at, enter the

file name and click SAVE

Step 4: Set the Export Format (ASF recommend) and set the Use Profile.

ASF3d more efficient than AVI format.

AVI (Microsoft Video 1) 6 Support s Windows Media Player

[Recommend ed format ]

with

Vista & XP, quality may be poorer than recorded video by

transcode process.

AVI (Original Format) - Faster export process with high  quality video,

but the export files can only be viewed using

VLC Player to play.

(For Windows Media Player, please install additional FFDShow

codec) .

Note:

Step 5: Select to export (i.e. save) the record

The restrictions of AVI fo rmat :

a. The maximum size of an AVI file is limited to 4 GB.

Expori YideofAudio

Expart File Path

[ Cl

Export Format:

|asF

H

Use Praofile

[wiindows Media video 6 for Local Area Network (384 Kbps) ~ |
Start Time: 2011/04118 19:07:07
End Time: 2011704119 19:08:28
[ Export Audio
[ Export OSD

™ Export Metadata Transaction

(v

0K I [x Cancel I

b. Variation of frame rate will cause the resulting video to play slower or faster.

If the selected video sequence uses multiple image resolutions (CIF, 2CIF, 4CIF, etc.)

video format
files every time the resolution changes

Step 6: Click OK to save the video.

2.6 Save Image

Step 1: Click on the display screen to choose the camera display from which you want to save pic

Step 2:

Step 3:

pkd
Click on the Save Image button
click Pause to freeze the vi

you want to save.

deo, use Step Forward/

Select OSD option and metadata option to export the
image with date/time, camera number/name and
metadata text. If the digital PTZ function is enabled in
display view, you can also decide either Full size or
Selected Region as your image region.

Step 4: You have the options to copy the image to clipboard or to

save it. To save image just choose the folder and the

format of image (BMP or JPEG) you preferan  d then click

save.

Note : You may skip step 3 by pre -setting a folder and
format that you want to save the images (refer the
section automatically save the image file at page
43.)

-37-

(MPEG-4, M-JPEG, H.264), the exported video sequence will create separate

ed video with Audio, OSD and

metadata

or multiple
export

, Or export video only.

tures.

when the image you want is shown on the screen. You may
Step Backward function to

find the picture(s) that

¥ [0SD;

¥ Metadata

[ Save

JL_cm ] (X

Close ]
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2.7 Print

Click on the Print button = to print the current image of
the video you choose.

Print Content:

Print the image from the current selected channel or all the
channels shown on the screen. Select to print original view
or selected region on camera.

Page Setting:
Set to print the ima ge with original size or fitt o page. Set
Align image to Top, Center, or Bottom.

2.8 Backup

Compared to the
and log information.

NUUO NVR/DVR/Hybrid NDVR

System

= Print Setup

Print Content
Select channels :
& Frint active channel image
¢ Print all channels in the current view
Select printed region of images
 original

f+ Selected region

Page Setting
& Qriginal size

™ Fitto page

Align Image: Top hd

[\/ Print ] [x Cance\]

Save Video function , Backup saves everything from the Playback panel, including

You can start a full f unction Playback Console and load the backup files into it on any PC with Windows

operating system. This means you may monitor the real time video and work on the backup files on separate

computers simultaneously.

Step 1: Press the Open Record to selectd ata and press Backup E

Step 2: You can adjust the Start Time and End Time you want to backup.

Step 3: You can adjust the Cameras you want to backup.
Step 4: You can calculate the size of the backup data.
Step 5: Select the directory you want to save t
Step 6: Check the log you want to backup.

Step 7: PressBackup to start .

he backup data including CDROM, DVD or

~Date Time Period

Step 7: After backup is complete,
click on playback.bat to

StartTime: [2009/ 421 = [17:28:00

Step 2

play.

EndTime: [2008r 421 == [17:29:02

Il

-Select Camera(s)

116 | 17-32 | 33-48| 4064

Hard Disk.

Step 3

Step 4

¥z ke W s xexr]xs]
e AR e e E e

Step 6

Step 7

Calculate Size

Select Al | DeselectAII|

-Media

& Batckup using COROM
" Backup using DWVD
i Backup on HardDisk

Step 5

| L

—Option
[+ Backup Event Log

¥ Backup System Log
™ Backup Counter Log
[~ Backup POS Transaction

s/ Batkup | X cancel |

video
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2.9 Log Viewer
Click on the Log Viewer button to activate the Log Viewer dialog.

2.9.1 System Log

- Log Yiewer

=1}

Systern Log l Export and Backup Log ] Unusual Event] Counting Application | Counting Application (Diagram) ] Metadata Log

Step 1 \
~ Log Type: All -
L Date: [« zo11i03i28 - 2 Exportto...
4. Date Time: = to - = Search
Step 2 [ [N 4\L
Event Time Event Type Camera Description
20110329 16:02:23 Main Console Startup
20110329 16:02:23 User Login adrmin

20110329 16:02:28 Start Live Streaming Server
20110329 16:02:28 Start Remote Playback S...
20110329 16:02:28 Start Remote Desktop

20110329 16:02:28 Start Central Management

\ Step 3

Select Log Type from the drop -down menu. There are in total 3 6 types of log types, including:

Main Console Startup

Main Console Shutdown

User Login

User Login Failed

Start Schedul e

Stop Schedule

Execute Recycle

Enable Channel

Disable Channel

Start Smart Guard

Stop Smart Guard

Modify Smart Guard

Modify Schedule

Modify Configuration

Start Live Streaming Server
Stop Live Streaming Server
Modify Live Streaming Server
Start Remote Play back Server
Stop Remote Playback Server

LKL LKL LK LKL L L L L L LKL KLKKLKKL
KK LKL LKL LK LK LKL LKL KLKLKLK KKK KL

Modify Remote Playback Server
IP Camera Connection Lost

IP Camera Connection Regained
IP Camera Parameter Changed
Auto Restart Windows

Modify Metadata Setting
Metadata Connection Lost
Modify E -Map

Start Remote Deskt op

Stop Remote Desktop

Modify Remote Desktop

Start Central Management

Stop Central Management
Modify Central Management
Start Counting Application

Stop Counting Application

IP Camera Connection Regained
Sync. Microsoft Active Directory User
IP Camera Para meter Changed

* Note: Some event types will not be available under NUUO NVR Lite License.

Stepl:Choose the type of event you want t o-dowrhneculoralltypesoé | e ct

events.

Step 2: View the events that happened on a particular date or during a given time period by selecting

search period.
For a particular dat e: check the Date box and indicate the date.

For a period: check the  Date Time and then enter specific date and time.

Step 3: Click Search.
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2.9.2 Export and Backup Log

View the Export and Backup Log history that had been operated

Stepl: Choose the type of event you want to check or select

NUUO NVR/DVR/Hybrid NDVR System

by local or remote user.

All from the drop -down menu for all types of

events.
. Log Viewer =1/
Systern Log  Exportand Backup Log 1 Unusual Event} Caunting Application | Counting Application ¢(Diagram) } Metadata Log ]
Log Type All -
Date: |7 2010001025 = 3 Expaortto
DateTirme “_ -2 “_ - Search
Event Time Event Type SuCcess Username Start Time End Time Length Camera Index | File Path {u]:] Avudio
2010/01/25 18:35:05 Export Wideo  Yes adrnin 2009/07/06 17:43:17  2009/07/06 17:43:28  Odays 00:00:11.000 3 CiDocurments and Set...  MYA Mo
2010/01/25 18:35:46 Backup Yes admin 2009/07/06 17:43:17  2009/07/06 17:43:28  0Odays 00:00:11.000 2,5 DMUUO \swADorcus26... 2 MfA
2010/01/25 18:36:24 Backup Yes admin 2009/07/06 17:43:17  2009/07/06 17:43:28  0Odays 00:00:11.000 2,3,4,5 C\Documents and Set.,. 2 MfA
Step 2: View the even ts that happened on a particular date or during a given time period by selecting
search period.
For a particular data: check the Date box right and indicate the date.
For a period: check the  Date Time and then enter the date and time.
Step 3: Click Search
2.9.3 Unusual Event
View the unusual event history that had been detected by the Smart Guard System.
- Lag Viewer =]
Systern Log | Export and Backup Log  Unusual Event ] Counting Application | Counting Application (Diagram) | Metadata Log |
| Loo Type: All -
/,Channel Al =
Stepl /rDa‘E' r = éﬁpmm
Step2 | DateTime [+ 200810808 20115 + 2] 10 [[+ z00m07i08 2025 ~ = Search
Ewent Time Event Type Camera Description _”_ \
2009/07/06 19:28:21  General Motion 0z Step 4
2009/07/06 19:28:49  General Motion 0z
Step 3 20090706 19:28:53  General Motion 0z
2009/07/06 19:28:56  General Motion oz
2009/07/06 19:29:10  General Mation 02
2009/07/06 19:29:12  General Mation 02
2009/07/06 19:29:18  General Motion 0z
2009/07/06 19:29:20  General Motion oz
2009/07/06 19:30:04  General Motion 0z
2009/07/06 19:30:07  General Motion 0z
2009/07/06 12:30:117  General Motion 02
2009/07/06 19:30:21  General Motion 0z
2009/07/06 19:30:27  General Motion oz
2009/07/06 19:30:29  General Motion 0z
2009/07/06 19:30:42  General Motion oz
2009/07/06 19:31:12  General Motion oz
2009/07/06 19:31:14  General Mation 02
2009/07/06 19:31:16  General Mation 02
2009/07/06 19:31:30  General Motion 0z
2009/07/06 19:31:36  General Motion oz [
Stepl: Choosethe t ype of events you wish to vi-downmenutsvewa types 6 Al | 6

of event s. The types of Unusual Event include General Motion, Foreign Object, Missing Object, Focus

Lost, Camera Occlusion, Signal Lost, Disk Space Exhausted, System Health Unusual

Triggered and General Motion (device)

* Note: Some event types wil | not be available under NUUO NVR Lite License.
Step 2: Choose the camera channel you wish to view or select

, Digital Input

All for all channels available.

Step 3: View the events that happened on a particular date or during a given time period by selecting

search perio d.
For a particular date: check the Date box right and indicate the date.
For a period : check the Date Time and enter the specific date and time.

Step 4: Click Search.
Note : When working with a video record,
1. Log Viewer will search for Unusual Event in th
beginning to the end of the record, which is the default setting of the system.

e video record in Date & Time mode, start

ing from the

2. Alink ('EE’) will appear next to each event time
the video will jump to

where video is available

the point where the unusual event takes place.

- 40 -

By clicking on the link,



Display the history of Counting Application during a given time period.
* This feature is not available under NUUO NVR Lite License.

o Log Viewer @
Unusual Evem] Systern Log  Counting Application I Counting Application (Diagrarﬂ Metadata Log I
Channel: |All -
ot [ 07000 - 2 [(Essis. |
DateaTime: [T -3 o [T = Search
Event Time Channel In Out
2007(07/25 19:00:00 Camera 3 14 12
2007{07/25 19:30:00 Camnera 3 u] 4
2007(07(25 19:32:42 Camera 3 0 [u]
2007{07/27 11:30:00 Camera 3 4 2
2007/07(27 12:00:00 Camera 3 3 5]
2007(07/27 12:30:00 Camera 3 4 4
2007{07(27 12:32:15 Camnera 3 u] u}
2007/09/26 13:29:49 Camera 1 0 [u]

Select the channel you want  to check or select All from the drop -down menu for all channels.

Select search period. View the events that happened on a particular date or during a given time
period by selecting search period.

For a particular dat e: check the Date box right an d indicate the date.

For a period: check the  Date Time and then enter the date and time.

Click Search.
Press the button Export to .
Type the file name and choose the file format (.xIs or .txt).

Display the Counting Application data in diagram format.
- Log Yiewer @

System Log | Export and Backup Log | Unusual Event | Counting Application  Gounting Application (Diagram) I Metadata Log |

Channe| Desktop -

Feriod One Day 2 Expart to
Date 200511010 ~ 2 Search

20051110 IN e Qut

1 2 3 45 6 7 8 9 101112131415 16 17 18 19 20 21 22 23 24

Select the channel you want to check or select All from the drop -down menu for all channels.

From the drop -down menu, setu p how you would like the diagram to be displayed. You have the
options of one day, one month, or one year.

Select a specific date to make it the start point of the diagram.
Click Search.

Press the button Export to .
Type th e file name and the file will save as BMP files.

View Metadata Log history detected by the Smart Guard System.
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o~ Log Viewer

[=)/3]

Date

Log Type:

Metadata:

Date Time

Event Time

Open Cash Drawer -

All -~
Transaction Start [
Transaction End

|Open Cash Drawar
Caonnection Lost H
User Defined Event Rule 1 to
User Defined Event Rule 2

o

Exportto... N
-5 Search

Expart and Backup Log } Unusual Evem} Counting Application | Counting Application (Diagram) Metadata Log I AL

User Defined Event Rule 3
User Defined EventRule 4 |
User Defined Event Rule 5
User Defined Event Rule &
User Defined Event Rule 7| %

Metadata Marne | Camera | Description

Step 5

Stepl: Choose the type of events you wish to view or select

events. The types

of Unusual Event

All from the drop -down menu to view all types of
include Transaction Start, Transaction End, Open Cash Register,

Connection Lost, and  Special User Defined Event. Please refer to the User manual of Metadata

Plugins for detail.

Step 2:
Step 3:
search period.

For a particular dat e: check the Date box and indicate the date.
For a period: check the Date Time and then enter

Step 4:

Choose the camera channel you wish to view or select
View the events that happened on a particular date or during a given time period by selecting

By clicking on the link, the video will jump to the point w

Step 5:
Step 6:

2.9.7 Export

You may export the file to

=1

Press the button Exportto.
Type the file name and choose the file format (.xlIs or .txt).

Xls or .txt file

All for all the channels available.

Click Search. A link (==") will appear next to each event time

Unusual Event  System Log |Counting Applicationl Counting Application (Diagram) | POS Logl

a specific date and time.

where video is available
here the unusual event takes place.

Log Type: IAH j
Date: |[+] 2000505 |+ =) R
w@m|FNMWMMw-ﬁWH_NWW%Mﬁvﬁ Search
Event Time | Event Type | Description

2009/05/05 0%:54:47
2009/05/05 09:56:22
2009/05/05 13:2%:02
2009/05/05 12:29:04
2009/05/05 13:2%:10
2009/05/05 12:29:15
2009/05/05 13:47:56
2009/05/05 12:48:31
2009/05/05 13:45:46
2009/05/05 12:50:56
2009/05/05 13:51:35

Main Console Startup
Main Console Shutdown
Main Console Startup
User Login

Start Schedule

Start Smart Guard
Modify Configuration
Modify Configuration
Modify Configuration
Modify Configuration
Modify Configuration

admin

[Exe i
[ sz |
[ z
El

Stepl: Select Exportto .

Step2: Type the f ile name and choose the file
D1 - A

A | B | @ [ o [ E ]

| 1 |EventTime EventTyre Description | 1
| 2 |2007091200:4541  Main Console Startup
| 3 |2007001200:4544  User Login admin
| 4 |2007091201:11.10  Main Conscle Shudown
| 5 |200706120127.04  Main Conscle Startp
| 6 |2007061201:27.05  User Login admin
| 7 |2007091201:2827  Main Conscle Shudown
| 8 |2007091215:0651  Main Conscle Startup
| 9 |20070912 15:06:52 User Login admin
| 10 | 200740612 15:07.04 Main Console Shutdown
| 11 |20074912 150828 Main Console Startmp
| 12 | 200740512 150840 Main Console Shutdown
| 13 |200745/12 150854 Main Console Starmp
| 14 | 20074512 150501 Main Console Shutdown
| 15 | 200740512 15:14:11 Main Console Startmp
| 16 | 200740612 15:14:12 Main Console Shutdown
| 17 | 200740512 15:14.31 Main Console Startmp
| 18 |2007001215:1520  Main Conscle Shutdown
| 19 |20070012 19:44:15  Main Conscle Startup
| 20 |20070912 19:44:58  Main Console Shutdown
| 21 |20070912 22:51:57  Main Console Startup
| 22 |20070912 22:51:5¢  Main Console Shutdown
| 23 |20070912 22:52:14  Main Console Startup
| 24 |20070912 22:5218  User Login admin
| 25 |2007091222:5224  Main Console Shudown

36 |200706/12 22:53.19 | Main Conscle Startup

W YRR Svstemloe 4T

Xls

pae7s09/12
2AR7F /A% /12
2007 /09712
2007 /09712
2007 /09712
2007 /09712
2007709712
2007709712
20077097512
2807 /089,12
2807 /089/12
2807 /89712
2807 /89712
2807 /89712
2AA7 /A9 /12
2AA7F /A% /12
2007 /09712
2007 /09712
2007 /09712
2007709712
2007709712
2007709712
20077097512
2807 /089,12
28087 /089712
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format, .xls or .txt.

BO:45:-41,
pBz45 -4,
e1:11:10,
01:27:04,
01:27:05,
01:28:27,
15:86:51,
15:86:52,
15:07:04,
15:08:28,
15:08:40,
15:88:54,
15:89:01,
1518211,
15:14:12,
15:14:31,
15:15:28,
19:44:15,
19:44:58,
22:51:57,
22:51:59,
22:52:14,
22:52:18,
22:52:24,
22:53:19,

ixt

Hain
User
Hain
Hain
User
Hain
Hain
user
Hain
Hain
Hain
Main
Main
Main
Hain
Hain
Hain
Hain
Hain
Hain
Hain
Hain
user
Hain
Hain

Console Startup,
Login, admin

Console Shutdown,
Console Startup,
Login, admin

Console Shutdown,
Console Startup,
Login, admin

Console Shutdown,
Console Startup,
Console Shutdown,
Console Startup,
Console Shutdown,
Console Startup,
Console Shutdown,
Console Startup,
Console Shutdown,
Console Startup,
Console Shutdown,
Console Startup,
Console Shutdown,
Console Startup,
Login, admin

Console Shutdown,
GConsole Startup,
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2.10 Setting

Click on the General Setting button and go to Setting

for system configurations.
Record Display setting:

Calendar View: Choose to di splay records under

calendar view.

List Control: Choose to di splay records under checklist

GQ-2LE Q0
‘ +£H z009 »
1224
56 7 8 01011
1213141516 17 18

19202122 2324 25
2627 28 29 30 31

setting:
Play when open:
record is withdr awn .

Play

Auto skip when record motion only mode:

&-#2L0E Q0

= &% Record Datel ]
2009/07/19
2009/07 /17
2009/07 /16
2009/07/15
2009/07/14
2009/07/13 A
2009/07/12 [v]

to the points where there were motions recorded.

Next interval: Set the interval with which the video goes forward when you click on the

the control panel.
Previous interval:
icon on the control panel.

Capture Image
: Save in clipboard:
Manually sav e the image file:
saved file, and choose the
Automatically save the image file:
automaticall

Miscellaneous
Synchronize video frames:
high CPU loading.

Server Setting
Remote Playback Site Management

OSD Setting

Enable Camera OSD to display

video information on record  ed
video . Information includes

camera name, camera number,

date and time. User can also set up
OSD font; include the font, size, font
color a nd any font effects desired.

Metadata Overlay Setting

* not available under NUUO NVR
Lite License

Enable metadata overlay to adjust
Font, Size, Color, Bold, Edge in
OForeground 6 section, color and

transparency in 0Background 0 section, and then adjust disp

Set the interval with which the vi

Check the option to set up t

deo goes backward when you click on the

T
General | serer| 080 | Pog |
Record Display
@« Calendar Yiew " List Control
Play
[~ Playwhen apen
v Auto skip when record motion only made
MNext interval: 1 4: min
Previous interval 1 4: min
Capture Image
" Save in clipboard
& Manually save the image file
o Automatically save the image file
Miscellaneous
[~ Synchronize video frames
7

Check the option and set the system to start playing the video clip every time a

he system to automatically skip
ONext 6 icon on

OoPrevious6

setting: Sets how you want to save the image.
The image will be saved in the

clipboard;

as.

image will be available to paste elsewhere.
You can manually select where you want to save the image
file format you want to save

. Name the

By pre-setting a path/URL and the image format, the system will

Please refer to page 44 for details.

General] Server 05D lMetadata]

Jv Enable camera OSD

Foreground

Font: | Tahoma =
Bize m

Color: L 1M

v Bold v Edge
Background

Color: . :v

Transparency: — 40

Info
v Camera Mame

v Camera Number

v Date 0110418 -
v Time TH07:22:04 =

lay settings in

- 43 -

y save the image accordingly when you click the Save button in the control panel.

Select this option to avoid display problem sthat may occur under

General] Sen-'er] QS0 Metadata ]

¥ Enahle Metadata aoverlay
Foreground

Fant: " Tahoma =l
Size: ’m

Calor: [ ] v

[v Bold [v Edge
Backuround

Color: I

Transparency: —J— 40
Display on Yideao Preview

e Abways Display

 Lastfor ’— seconds

oDisplay onVide o Pr evi ewd.
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2.11 Remote Server

2.11.1 Add Remote Playback Site

#
Press the Remote Server Icon L{-h or go to setting 0 server to config remote playback site  management to
add and setup remote playback site s.

—Server Setting

Step 1. Enter the IP address or DNS, Port, 9 R
Username, and Password. »
ress: I
Step 2: Click Add to add the server. par; 5120
User Mame: I
Step 3: Click OK to exit the 0Setting so panel. Password: [

Save Pagssward: [~

Test Server

Add | Delete| Update‘

v 0K | x Cance||

2.11.2 Access Remote Playback Site
Go to Date Time Panel and click on the @l: icon 0N the top of the display win dow to access the

Remote Playback Site B
O #AE00

Local Machine
Recent List ¥
Belect Folder..

Remote PC 1 (192.165.1.100)
Eemote PC 2 (192.165.1.101)
Bemote PC 3 (192.168.1.103)
Remota PC 4 {192.168.1.103)
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3. Schedule

s Schedule Confignration

04 Carnerad

TqInsert g Delete ¥4 Configure

Start Time End Time  Record  FPS Quality  Resolution
06:30 15:45 Always

 Defait -
ol Day Mode | | [ Jtweek Mo...

@Lnad @Cnpym : |E Default ‘D 1 2 3 4 3 L] T & 9 o011 1z 13 14 15 16 17 1% 19 0 3 12 313 24m
- & Default ] Camerat

&l 01 cameral ] cameraz

= 02 Cameraz ] camera3

(=] 03 Camera3 ] Camerad

7

Click on the Schedule icon on the Main Console and set up the time duration for video

recording on the schedule configuration panel.
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3.1 Day / week Mode

#a Schedule Configuration E|

Load Blond B Conys B oseun o 1 3 3 5 s o 7 5 4 % 0w m o n s w5 5 ui
] Gameral =

= [& Default
01 Cameral ] Camera2
] Camera3

02 Camera2
] Camerad Sl
04 Camerad
Camera/ %

Channel
1 Insert 9 Delete @9 Canfigure

Start Time | End Time | Record | FPS Quality  Resalution
06:30 15:45 Always

Day /Week Mode

" Defalt -
I Day Mode | | [Jwieek Mo

v

Schedule Details

Day Mode: Schedule the cameras to turn the recorder on and off at the same time every day
according to your setting.

Week Mode: Allows you to schedule each camera for a different day of the week, additionally, you
mayassign extra holidays in the o0Weeko6 mode

Schedule Details : An outline of start time, end time, Record mode, frame rate, quality and resolution.
Please note these values refer to conf igured settings. Actual performance may vary according to
camera and har dware settings.

To setup the time schedule for each camera, you may
1.0 L o atdedpreset modes or

2.0 | n sa&new sthedule manually or

3.0Copy tod other cameatups after manual

3.1.1 Load Preset Modes

The system provides six modes to quickly set up recording schedule. Simply click on the % Load for the
drop -down menu.

Refer to the below tables for the definitions of each mode in each series.
IP+ series (IP camera)

Mode Format Time Record FPS | Quality | Resolution
Regular MPJIIED Ej 0:00-24:00 Always mz; Max Max
Office s gﬁ 8:00-20:00 | Always o Max Max
Shop msEP Ej 10:00-22:00 | Always mz Max Max
Highly Secure mp‘]; gcjf 0:00-24:00 Always mz Max Max
Disk Saving m&JEP gi 0:00-24:00 Motion i_fr;%e Max Max
Minor mI'DJEP gﬁ 0:00-24:00 Motion i_fr:me Max Max

The Max indicates settings are s ame as camera setting sin the config >setting >camera >camera parameter
panel.
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SCB-1000, SCB-3000 series (Analog camera)

NUUO NVR/DVR/Hybrid NDVR System

Mode Format Time Record FPS | Quality Resolution
Regular MPEG-4 0:00-24:00 Always 30 Normal CIF
Office MPEG-4 8:00-20:00 Always 30 Normal CIF
Shop MPEG-4 10:00-22:00 Always 30 Normal CIF
Highly Secure MPEG-4 0:00-24:00 Always 30 Highest Max
Disk Saving MPEG-4 0:00-24:00 Motion 30 Normal CIF
Minor MPEG-4 0:00-24:00 Motion 15 Low CIF

SCB-6000S series (Analog camera)

Mode Format Time Record | FPS | Quality Resolution
Regular H.264 0:00-24:00 Always 7.5 Normal D1
Office H.264 8:00-20:00 Always 7.5 Normal D1
Shop H.264 10:00-22:00 Always 7.5 Normal D1
Highly Secure H.264 0:00-24:00 Always 7.5 Highest D1
Disk Saving H.264 0:00-24:00 Motion 30 Normal CIF
Minor H.264 0:00-24:00 Motion 15 Low CIF

SCB-7000S series (Analog camera)

Mode Format Time Record | FPS | Quality | Resolution
Regular H.264 0:00-24:00 Always 30 Normal D1
Office H.264 8:00-20:00 Always 30 Normal D1
Shop H.264 10:00-22:00 Always 30 Normal D1
Highly Secure H.264 0:00-24:00 Always 30 Highest D1
Disk Saving H.264 0:00-24:00 Motion 30 Normal CIF
Minor H.264 0:00-24:00 Motion 15 Low CIF

SCB-8000HD series (HDcctv camera)

Mode Format Time Record FPS | Quality Resolution
Regular H.264 0:00-24:00 Always 30 Normal 1080P/720P
Office H.264 8:00-20:00 Always 30 Normal 1080P/720P
Shop H.264 10:00-22:00 Always 30 Normal 1080P/720P
Highly Secure H.264 0:00-24:00 Always 30 Highest 1080P/720P
Disk Saving H.264 0:00-24:00 Motion 30 Normal 960x540/640x360
Minor H.264 0:00-24:00 Motion 15 Low 960x540/640x360
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3.1.2 Insert a New Schedule Manually

Step 1: Left-click and draw the bar you want add to the time table. The scheduled time will show as a grey

bar.
#& Schedule Configuration E‘
g Losd g Copyto |ﬂf| Default |n 1 2 3 4 5 8 7 3 9 10 11 12 13 14 15 18 17 15 19 1 ¥ 32 23 24 [0
- B Defauit i1 cCamerat
=] 01 Cameral il carneraz

2 Camera2 ] Camera3
3 Camera3 ] Camerad

&l 04 Camera4 \
[T Step 1
‘El;seﬂ \
Stalt Tme End Time | Reford  FPS Quality | Resolution
" Default -
kf Day Mode | | []¥eek Mo,
/./ 0K | [x Cancel ]
/ \ /7
Step 2 Step 3 Step 4

Step 2: Click the Insert icon and add a new schedule in the Regular Mode, i.e. to record video during the
time period you set with 30 FPS, normal video quality, and normal resolution.

Step 3: Change the setting by clicking on the Configure icon (See page 50 for detail ) or double click the
Schedule Information

Step 4: Click OK.

3.1.3 Copy Schedule

You may set up the schedule for each channel/camera by repeating the process above, or by simply
appl ying the setting of a single camera to all the others by click ing the Copy To icon at the top of the display
window .

3.1.4 Holiday and Custom setting

Allows you to s chedule each camerafor a different day of the week , additionally, you may assign extra
holidays in the o0Weeké mo d e

#i Schedule Configuration 3]
g Load (B Copyto [B camerad To 0 i 4 s s 7 4 4wt 4s w0 w w w5z oz i
=[5l Default L] Sunday

+- B 01 Cameral ] Monday
-5 02 Camera2 1 Tuesday
= [2 03 Camera3 ] wednesday
=& 04 Camerad ] Thursday
[l sunday ] Friday
[udl Mondlay ] Saturday
ud
] Wednesday
[ud Thursday 9 Lot
[ud Friday
[ Saturday Start Time ' End Time | Record  FPS Quality  Resolution
Defatt Holiclay

7o) (X cowa)

/ \
Holiday Custom
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Holiday: You may assign holidays where the system will work according to the setting for Sunday.
Note: The default Holiday setting  will apply Sunday & settings. For the Middle East region where  Friday is a

holiday, please adjust setting by right click  ing on E and select 0Apply Holiday Schedule
Fromé o.

Custom: You can assign a particular date(s) on which the system will work according to a special schedule(s)
different from the others.

3.2 Adjust the Scheduled Setting:

You can manually change the setting at any time after you insert or load a schedule.

Option 1: Move the cursortothe 0 T i me amlahardge thele ngth or movetheb ar sideways to

change the start and end points.
Option 2: Click on the Configure icon or double click on  0Schedule Information 6 from the list to obtain

the OEncoding Option 6 panel (next page) and  select the desired setting.

i Schedule Configuration E‘

‘ECamaraA ‘n 1z 3 4 5 &7 8 8 10 M 12 13 14 15 18 47T 18 o ¥z 2 24
A Sunday

Time Bar = —_]

] Tuesday
] Wednesday
] Thursday

Configure _ B suncy i Fier

Monday ] Saturday
™

day
[ Thrsday 3
Tnsert Delete Confi
[ Friday = & ¥ Coutigue
[ satrday Start Time End Time  Record | FPS Quality | Resolution

15:00 Abways

Schedule
Information

] Day Mode | | hAWeek Mo.

7o ] [X oo
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Original Video Encoded Video
Encoding Options / [ %]
IOr\ginaIV\deu '/
-~ Time ~Made ~ideo Encoder
Start Time: |UD.DD j—  Always Record & Keep original videno format
End Tirme: W " Boosting Record on Event I~ Adjust MJPEG videa frame rate
" Record on Event e
Pre-record: |5 sec. (Max 6O} o oo ™ Keep keyframe only
ifor MPEG4, H.264, MxPEG)
FPost-record: I3 sec. (Max 60) Sensitivity Tl,lf': Mormal -
Custs d d
Frame Interval '._"_' I IIII 2 U
Rectangle Count: 0 (Max: 100
-Audio I
Default
[~ Record Audi [ All ] l Clear ] [ Default ]
/ \ \ [./ K I Ix Cancel ]

/

Time Option Record Mode

3.3.1 Pre-record/ Post -record Time

Video Encoder

The pre-record/ post -record function saves the recording data accordingly. For instance, to setup a 5

second pre -record time means the system will start saving the record

happens.

Note: The maximum of pre -record/post record period is 60 seconds.

3.3.2 Record Mode

ing data 5 seconds before the event

There are four recording modes to choose from. Choose the one that suits your scenario best.

Always Record:
Select this option to record the video continuously.

Boosting Record on Event:

This option enables you to record at lower frame rate at
regular times, and at higher frame rate under Smart Guard
triggered events.

*This feature is not available under NUUO NVR Lite Li cense

Select this option to obtainthe 0 Sel ect Eventé
Choose from the list any Smart Guard or digital input

events or video analytics from the device. The chosen
event(s) will trigger the record ed action. Click OK.
Configure desired fra me rate sof normal and boosting
recording in the Video Encoder box.

Note: Please note itis required to enable  6Smart Guard 6

from the Main Console panel before configuring oboosting
record on event 0to trigger recording.
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Select Event

X1

Smart Guard:

Digital Input Event:

=G CAMDY Q4 Roorm
O Gereral Mation 1
=0 CAML0 3§53
General Mation 1
O CAML2 Deskiop
=%y Test POS
9 TestPOS

O[#]q4 Room Tnput:0 (nput 03
O[#] Testhoard Input:2 (Input 23
C[#]04 Room Input:2 (nput 23
O[] Testboard Input:3 (Input 3)
[l Testboard Input:0 (Switch)
C[#]Qa Roorm Input:L (Irput 1)
O[#]0a Room Input:3 (nput 3)
O[] Testhoard Input:1 (nput 1)

Video Analytics (Device)
=G CAMDI Q4 Room
General Mation{Device)
OF CAM10 SN EE
O CAMI2 Deskiop

v 0K | Ix Canuel]
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Record on Event :

Select this option to  start recording at any predefined event, including Smart Guard events, metadata
events, digital input events and video analytics from devices.

* Some options are not available under NUUO NVR Lite License

Select this option to obtainthe 0 Sel ect EneleFnomdhe $raart Guard list, check the camera events or
digital inputs to trigger the record  ed action. Click OK.

Note: Please note itis required to enable  6Smart Guard 6 from the Main Console panel before configuring
orecord on event 6to trigger recordi ng.

Record on Motio n:

Select this option to  start recording when motion  isdetected.  Adjust sensitivity, the frame interval and zone

to setup motion detection. To setup a single detection zone, left -click and drag the mouse to draw a

rectangle.  To setup more than one detection zone , simply repeat the same process orcl i ck oelttl 6 t o
the entire screen.

Note: The maximum number of rectangle detection zonesis 10.

3.3.3 Encoded Options
This option sets up the quality of the record ed video. Th e & Qrailg Wiindevasdhe original streamf rom

t he ¢ amer Bncodel Wideo 00 is preview of the record ed video correspond ing with the encode settings
below.

|For IP camera é
The Encode Video function will  reduce frame sorre-encode original streaming f rom IP cameras. To save Hard
Disk usage, adjust frame rate with original video format orre  -encode to small er file size by adjust ing frame

rate , resolution and Quality/ Bit rate. ~Wideo Encoder
¢~ Keep original video format
Keep Original Video format: I Adjust MJPEG video rame rate
Select this option to  reduce frame rate only butn ot to re -encode video —
stream sto. save Hard D.ISk usage. ' [ A———
Adjust MJPEG video frame rate : Move slider to leftto reduce frame (far MPEGS, H 264, MePEG)

rate. & Customized encodi Set
. . .. . + LUsiomized encodin ey
Note: The maximum FPS will correspond to original video stream sset up . ‘

on camera configuration. et
Keep key -frame only : System will only record key frames of video
streaming.

Note: The key frame interval is controlled by each camera
manufacture rand cannot be adjusted .

Yideo format: WPEGA -
Customized encoding: * not available under NUUO NVR Lite License Framerate:  — ) 30
The video stream w ill be decoded thenre -encoded by configuration. Resolfion:  ———f—— CF
Click 6 Set buttadhtoadjust 0 Encoder Parameter6. P

© Quality: F—— Mormal

Note: Customized encoding function causes high CPU usage,
make sure the PC specification is enough (recommend Core 2 e Fonieps

Quad or above )

|ForAnang camera s | ~Video Encoder
The Encode Video function  sets Frame Rate, Quality, and Resolution that you

. . . . Frame Rate ." Full {30.0)
want to record and provide  san approximate recorded time period. _
For SCBG3 Series cards you may additionally choose from different video Qualty T b el
formats, including Mpeg4 and H.264. Resolufion  f————, 320:240
Note: Capture card device s0 SCB s are rfequired. Default

Approxirate: 1GB (6 ht 12 min)
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4. Guard

-G CaM12 Deskiop

Gl Signal Lost
- TestPOS

& Transaction Start
--[# Digital Input

- [F System
[L] Disk Space Exhausted

<] I

! Event and Action Configuration E
— Event —Action
- [ v e Y vl
=Gk Ca Action Options
: E]On Screen Display
-G CA| Bdsend E-Mail
T Foreign Object = lalls]
-0 CAM11 Demmo +§+PTZ Preset Go
& Camera Occlusion %N E-Map MapiMap, Indicator: Mone

[#] Testhoard Input:2 (Input 2)

— Video Preview 7

Click on the Guard button on the Main Console to start the
need to specify an event to be detected as well as set

event occur s.
Note:

1. Crystal Ball: Indicates the working status of the sys
ball shows when the sy stem is recording;

is detect ed.

2. Event Report: When the crystal ball is

red, you can click it to obtain the
Smart Guard Event Report and
cancel the event(s).

OEvent and Action Configuration
the appropriate

6 panel. You will

action for the system when the

tem. Ablue crystal
it will turn red when an event

Smart Guard Event Report i

Event Time | Event Type | Camera | Description |
@ 2005/11/21 15:16:14  General Motion o
= 2005/11/21 15:16:29  Missing Objact 13

Cancel Event Cancel All M Close
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et and Action Configumtion
4.1 Event Event Action ; o

a
< Action Options X Cancsl ]

=]

G CAMO2 Driveway
=G+ CAMO3 Pool
'8, General Motion
Insert Event T T s
1@, General Motion
= G CAMOS Room B
8! General Motion Video Preview
=4 CAMOG Back Doar
'@, General Motion
@ Digital Input
(£ System

There are 4 sources of events: Camera (video image), metadata , Digital Input (device connected to you r
PC) and System (condition of your hard ~ ware). You can assign multiple event s by following the instructions

below.
* Note: Some event types will not be available under NUUO NVR Lite License.

4.1.1 Camera Event - Assign a Camera Event

Step 1: Selecta camera andclick 01 ns er ticokv Uhto

Zelect Event
Step 2
Event Type Description —
i Signal Lost Detect video signal connection
. General Motion 1 Dietection of any movernent
. General Motion 2 Detection of any movernent
‘B, General Mation 3 Detection of any movernent
‘B, General Mation 4 Detection of any movernent
‘B, General Mation 5 Detection of any movernent
:@:General Motion(Device)  Video motion detection alarm of the dewvice Step 3
:[I]:Foreign Object Detect foreign object in defined areais)
fEifMissing Ohject Missing/being roved of defined object(s)
@& FocUs Lost Carnera focus lost detector
& Camnera Occlusion Camera blocked or damaged
[/ oK ] ’ K Cancel ]

Step 2: There are six types of events: Signal Lost, General Motion, Fore  ign Object, Missing Object, Focus Lost,

and Camera Occlusion. Select the event you want on the Event Type list, and then click OK.
* Note: Only General Motion and Signal Lost are supported under NUUO NVR Lite License.
Step 3: Configure the Event Type. See the following instruc tions.
Alarm Event Configuration

4.1.2 Camera Event & Basic Setting Basic |
[Signal Lost, General Motion, Foreign Object, Missing Object,
Focus Lost, and Camera Occlusion |

Enable Event: Check the box to activate  the event. I bl Bt

Life Cycle
Llfe CyCIe: + Automatic cancel eventwhen event disappear
: Automatic cancel event when event disappears: The ® DVl GEmeel SVen @F Gremt Esi i Hered
alarm/action will be cancelled once the event is fixed or ¢ canceleventafier [10  seconds
end ed.
Manually cancel event or event last triggered: The Activated Period
alarm/action will  remain until being cancel led from Main
Console. Choose this option to avoiding missing  any alarms . A sctvated
Note : To cancel the event: £ laciDarModelachedls
Method 1: Start > Open Event Report > Cancel All Events € AsWeek Mode Schedule

Method 2 : Click the red crystal ball to obtain the Sm  art Guard
Event Report . Click to cancel the event(s).
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Cancel e ventafter  seconds: Enable checkbox and set atimer for cancel ing the event after a
specific time.

Activated Period
Always activated : Allow alarm to be activated at all times.
As Day Mode Schedule:  Customize a specific time range for the alarm to be activated.
The alarm will be available  daily according to your settings.
Click on Day Schedule to configure the schedule.
Choose Add Time Period and drag onthe coverage bar to define an activated schedule.
Choose Remove Time Period and drag on the ¢ overage bar to subtract from existing schedules.
Click on Clear All to remove all settings.

Schedule Configuration
" Add Time Perind ' Remaove Time Period Clear Al
RN R T S R I R R TR S T R R R R SR
@ Coverage 01 2 3 4 & 6 F & 9 10 11 12 13 14 15 16 17 18 19 30 3 2 3 34

) Day

As Week Mode Schedule:  Customize a weekly based time range for the alarm to be activated.
Click on Week Schedule to configure the schedule.

Choose Add Time Period and drag on the coverage bar to define an activated schedule.

Choose Remove Time Period and drag on the coverage bar to subtract from existing schedules.
Click on Clear All to remove all settings.

Zchedule Configuration
+ Add Time Period " Remove Time Period Claar Al
— T T
@ coverage D 1 2 3 4 & 6 F & 8 10 11 12 13 14 15 18 17 18 19 0 M 12 23 4
i) Sunday
i] Monday —
i Tuesday —
i ] wednesday —
i) Thursday —
i Friday —
i1 Saturday

4.1.3 Camera Event - Signal Lost
Detect the loss of video signal from camera.
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4.1.4 Camera Event - General Motion

- Detect any movement in the defined detection zone.
For each video channel you may define up to 5 motion detection profiles (General Motion 1 -5).
This will allow you to set different sensi tivity levels for different regions in the same video.

Alarm Event Configuration

Basic Advanced ]

Event Name: General Motion 1

Alarm Event Option Video Preview

Sensitivity ~—_

Interval @ ——

™~ Sensitivity:
— /7 Normal
== Interal:
AR
r

i Region Definition
RegIOI’] — (v Define detection zone

Definition o

[ Al | [ clear |

Start Simulation

T Start Simulation

|w/ oK | l)( Cancel]

Event Name: Customize your event name here.

Alarm Event Option:
Sensitivity: Click and move the slider control to the right to increase sensitiv ity so that minimal movement
will trigger the alarm. Move the bar to the left to reduce the sensitivity. Set ting up an appropri ate
sensitivity value will minimize false alarm s. For example, you can lower the  sensitivity to avoid the alarm
being triggered by a swinging tree in the bre eze.
Interval: Click and move the slider control to the right to increase interval time so that the alarm will only
be triggered when the  movement lasts longer. Move to the left to reduce the interval

Region Definition:
Define detection zone:  To detect General Motion, you have to define a de tection zone. Left -click and
drag the mouse to draw a detection zone. You may define more than one zone on the screen by
repeating the same process. User can al so cl i coke. on

Start Simulation: Click the Start Simulation button and test the function on the preview screen.

4.1.5 Camera Event - General Motion (Device)

. . Alarm Event Configuration
- Detect movement  with motion
detectors of devices (IP cameras  or video Bl e
servers).
* Note: This function is only available on Yideo Freview

device s with built -in motion detection.

Please refer to the user manual of your device
to set up motion detection.

Start Simulation
Click to test if motion detection is set up
correctly.

Go to Web | nterface
Click to go directly to  device web page
for Conﬁgurations- Start Simulation ] [ Go ta eb Interface ]

‘/ oK | [x Cam:el]

-55 -

0 Al



Alarm will be set off when an object appears in the defined area on the screen.

Alarm Event Configuration

Basic Advanced ]

Alarm Event Option Video Preview

“ Sensitivity:

Interval:

=

(" Define object size

[ Start Simulation ]

Click and move the slider control to the right to

will trigger the alarm. Move the bar to the left to reduce the sensitivity of movement detect

up an appropri ate sensitivity value will

[,/ 0K l[x Cancel ]
increase sensitivity so that minimal movement
ed . Setting
minimize false alarm s. For example, you can lower the  sensitivity

to avoid the alarm being triggered by a swinging tree in the breeze.
Click and move the slider control to the right to increase interval time so that the alarm will only

be triggered when the movement lasts longer. Move to the left to reduce

To detect Foreign Object,

you have to define a de

the interval .

tection zone. Left -click and

drag the mouse to draw a detection zone. You may define more than one zone on the screen by

repeating the same process. User can al so
After defining the detection zone, select

click on O0AlIl 6 button
Define Object Sze and then left -click and

drag the mouse to indicate the size of the object you want to detect.

For instance, if you want to prevent somebody from leaving a briefcase in a hallway,

briefcase in the hallway in view of the camera
briefcase and define it as the object size

Start to acti vate the monitor function.

Click the Start Simulation button and test the functio

place a

. On the screen, draw an area that fits the size of the
Remove the briefc ase and then activate
function on the Main Console. The system will consider everything

the Smart Guard
on the screen normal when you click

n on the preview screen.

Alarm triggers when an object disappears in the defined area on the screen.

Alarm Event Configuration
Basic Advanced I
Alarm Event Option Wideo Preview
H Sensitivity, ——— F——
Interval: e
i
Region Definition
&+ Define detection zone
I
!
l Start Simulation ]
I oK | [ X Cancel l

t

(0]
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Alarm Event Option:

Sensitivity: Click and move the slider control to the right to increase sensitiv ity so that minimal movement
will trigger the alarm. Move the bar to the left to reduce the sensitivity of movement. Set ting up the
appropri ate sensitivity value will reduce the chance of false alarm s. For example, you can lower the
sensitivity to avoid the  alarm being triggered by a swinging tree in the breeze.
Interval: Click and move the slider control to the right to increase interval time so that the alarm will only
be triggered when the movement lasts longer. Move to the left to reduce the interval.

Region Definition:

: Define detection zone:  To detect Missing Object , you have to define a de  tection zone. Left -click and
drag the mouse to draw a detection zone. You may define more than one zone on the screen by
repeating the same process. Usercanalsocl i ck on O0All 6 button to select
Note : For instance, if you want to prevent somebody from removing the com puter monitor on the desk,
draw an area that fits the size of the monitor on the screen.

Alarm Event Configuration

ﬂ)

Basic Advanced |

Alarm Event Option 1 Video Preview-

Sensitivity.  ——— F——

Interval —_—
= lano

[ Region Definition
@ Define detection zone

Start Simulation I

7 [X_carl]

Start Simulation: Click the Start Simulation button and test the function on the preview screen.

4.1.8 Camera Event - Lose Focus
This function alarms you when any of the cameras is losing focus and has blur image.

Alarm Event Configuration

Basic Advanced |

Alarm Event Option Wideo Preview

Sensitivity

Interval  — et
[ Interval: e
|gn0r e nghtlng I, v lgnore Lighting Change
e
Start Simulation ————— sttsmuae

lv ok | I X Cancel l

Alarm Event Option:
Sensitivity: Click and move the slider  control to the right to increase sensitiv ity so that a relatively small
movement will trigger the alarm. Move the bar to the left to reduce the sensitivity of movement
detection. Set up an appropri  ate Sensitivity value will reduce the chance of false ala rm. For example,
you can lower the Sensitivity to avoid the alarm being triggered by a swinging tree in the breeze.

Interval: Click and move the slider control to the right to increase interval time so that the alarm will only
be triggered when the movemen t lasts longer. Move to the left to reduce the interval time.
Ignore Lighting: Check the box to avoid alarm being set off by light changing.
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Region Definition:

Define detection zone:  To detect Lose Focus, you have to define ade tection zone. Left -click and drag
the mouse to draw a detection zone. You may define more than one zone on the screen by repeating
the same process. User can also click on O0All 6 button
Start Simulation: Click the Start Simulation button and te st the function on the preview screen.
4.1.9 Camera Event - Camera Occlusion
This function alarms you when any of the cameras are blocked.
Alarm Event Configuration
Basic Advancedl
Alarm Event Option Videno Preview
Sensitivity ~——
Int | \Sensitwiw: =
fierva T Interval: ——
Ignore nghtlng /——-IV lgnore Lighting Change
-
Start Simulation | stantsimuaton
| oK | l X Cancel I
Alarm Event Option:
. Sensitivity: Click and move the slider control to the right to increase sensitiv ity so that a relatively small

movement will trigger the alarm. Move the bar to the left to reduce the sensitivity of movement
detection. Set up an appropri  ate Sensitivity value will reduce the chance of false alarm. For example,
you can lower the Sensit ivity to avoid the alarm being triggered by a swinging tree in the breeze.
Interval: Click and move the slider control to the right to increase interval time so that the alarm will only
be triggered when the  movement lasts longer. Move to the left to reduc e the interval time.
lgnore Lighting: Check the box to avoid alarm being set off by light changing.

Start Simulation: Click the Start Simulation button and test the function on the preview screen.

4.1.10 Metadata Event - Assign a Metadata Event

Step 1: Selecta metadata device from the list and click W to insert event.

Note : Please insertthe metadata device in Config - Metadata Applicationf irst Then set the alarm

based oniit.

Step 2: There are five types of events: Transaction Start, Transaction E  nd, Open Cash Register, Connection
Lost and User Defined.  Select the event you want on the Event Type list, and then click OK.
Note that the Open Cash Register event is available on POS metadata devices only.

Transaction Start - Detect the beginning o f any transaction

L]
a

)

[#
W

L]
a

)

[#
oA W

Transaction End - Detect the end of any transactio n.
Open Cash Drawer - Detect the opening of any cash drawer

F Trmar W
L o

User Defined - Detectany condition defined by user.
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| Event Type | Description [
:EB:Transaction Start A transaction starts

:@:Transaction End A transaction ends

$ COpen Cash Drawer Cash Drawer is opened

: ECUnnectiun Lost Connection Lost

:!:User Defined 1 Uzer defined event rule 1

:!:User Defined 2 User defined event rule 2

:!:User Defined 3 User defined event rule 3

:!:User Defined 4 User defined event rule 4

v OK | xX Cancel|

Step 3: Configure the setting of the Event Type. For details p lease refer to the user manual of metadata
plugins.

4.1.11 Digital Input Event - Digital Input Event

4 Eventand Actiion Configuration Wl

Ewent Action
v 0ok

e [ ]| i W @
=G CAMD1 Camera 1 Action Options X cancel
'®’ Gereral Mation
OF CAMO2 Camera 2
OF CAMOS Camera 3

St e l GF CAMO4 Camera 4 Select Digital Input Module
p =
[#] card1 mput:n 1/0 Madule Input Pin

[%] System V 1 (gwitch)
|\l 2 (nput 2)

cardl 3 (Input 3)

cardl 4 (Input 43

cardl S (Input 53

/ cardl 6 (Input 63
Step 2 cardl 7 (Input 7)

Step 1: Click and highlight Digital Input on the event type list, and then click the O Insert Event icon.
Step 2: Select the device that is connected to your system

4.1.12 System Event - Assign a System Event
x|

‘ 0K

EGF CAMOL namel Action |0DUD”5 X Cancel

| 10 General Motion
B4t CAMOZ name2

L8] General Motion | [EAREREE
Step 1 14 CAMD3 name3

§ b, General Mpttn

Event Type | Description |
Disk Space Exhausted Disk space is exhausted
[P - Systern Health Unusual High CPU termperature or low fa...
> ) Digital Tnput Resource Depleted CPU ar mernary is depleted

e BB MNetwiork Congestion MNetwiork bandwidth is overloading

& _sakneral Motion

Step 2

v 0K | X Cancel|

Step 1: Click and highlight System on the event type list, and click the W Insert Event icon.
Step 2: There are four events, select the event you want to detect.
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4.1.13 System Event - Disk Space Exhausted
This function alarms you when disk space is exhausted.

4.1.14 System Event - System Healt h Unusual
This function alarms you when  CPU is under high temp erature or fan speeds are running low.

Current Status: Displays current CPU temperature, Motherboard Temperature, Fan Speed and Power fan

speed.

Options: Check the Temperature Format  for Celsius or Fahrenheit; fix maximum motherboard temperature for
High Temperature Alarm and minimum RPM for Power Fan Speed Alarm .

4.1.15 System Event & Resource Depleted
This function alarms you when CPU or memory is depleted.
Current Status: Showsyou the curre nt Total CPU Loading and Total Memory Usage.
Options: Fix maximum percentage  for High CPU Loading Alarm and High Memory Usage Alarm .

4.1.16 System Event & Network Congestion
This function alarms you when network bandwidth is overload ed.

Current Status: Show syou the current Total Upload /Download bit rate s.
Options: Fix maximum bit rate (Kbps) for High Upload /Download Bit rate Alarms.

System Health Unusual Resource Depleted Network Congestio n
Basic Advancedl Basit Advancedl Basic Advancedl
~Current Status

CFU Temperature: e e S [ttt Statls

Motherboard Ternperature: oc

e Szl 0RPM Total CPU Loading 81 % Total Upload Bitrate 0 Kbps

Fower Fan Speed: 0 RPM

Total Memory Usage 5 % Total Download Bitrate 0Khps
. Options
Temperature Format: & Celsius
¢~ Fahrenheit ~Optiong - Options
High termperature alarm at : i’ Joc
High CPU Loading Alarm at: - 70% ﬂ [lon
Hiah Motherboard Temperature Alarm at: i’ joc 0 e D AT = e
— High Merrory Usage Alarm at ﬂ 70% S
Low Fan Speed Alarm at z’ 1000 RPM High Download Bitrate Alarm at: zl 100 Kbps
Low Power Fan Speed Alarm at ﬂ 1000 RPM
v 0K | X Cancel | < OK ‘ X Cancel | v 0K | X cancel |
4.2 Action
4.2.1 Action - Assign a action type
s —
f x
Event Actian
b § (=) s

Step 1 =L CAMDY Camera 1 BOGRI
18, General Matior
[#] Digital Input Action Type | Description |
[£] System [1on screen Display 0On Screen Display
EE Py Sound Play Sound
/ B send E-Mail Send E-Mail
Phare Cal Phione Call
+5+PTZ Preset Go PTZ Preset Go
i DLDo [sifinte]
Step 2 BdSend a SMS message Send a SMS message
Bdsend to Central Server  Send ta Central Server
A FTe Send snapshot to FTP
\ 4" Popup E-Map on Event Popup E-Map on Event

0K | x Cance||

¥ )y '
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Toinsert a new action

Step 1: Choose an event and click the insert action icon .

Step 2: There are 10 types of actions , select the action syou want and then click OK.

1. On Screen Display 6. DI/DO

2. Play Sound 7. Send a SMS Message
3. Send E-mail 8. Sendto Centr al Server
4. Phone Call 9. Send snhapshotto FTP
5. PTZ Preset Go 10. Popup E -Map on event.

* Note: Some actions will not be available under NUUO NVR Lite License.
Step 3: Configure the setting of the Action Type if needed.

Select Camera

4.2.2 Action Type - On Screen display

A red warning will be flashi ng on the screen of Main Camera ALt popup |
. . . . . P

Console, indicating which type of unusual event is SCAMIL Caml |uja [

detected.

Stepl:Sel ect the o00On Screen displaybéd ck

Step 2: The responding window will popup to Selected Camera.
Click the 00n Scr ee nmddfysthel ay 6

Setting. —Displayed Text
Camera: Display the camera applied to this action. @ Missing Object
Auto popup: Click the Auto popup column and select the o

expected monitor  for popping up the event.

Displayed text: You can follow the default setting to show
the eventtype, orenable 0 Cu st o mi z e diefileethet 6 v K | X cance |
text as your preference.

4.2.3 Action Type - Play Sound
Sound alarm & the system will play the sound as alarm when an unusual event is detected.

Step1:Sel ect the oPlay Sounddé action and then c¢click OK.

Step 2: The responding window will popup  to choose a Wave file (wav). Cl i ck t he 0 IdieatprtcSo un d
modify the setting.

4.2.4 Action Type - Send E-mail ™ Select Contactor X
The system will send an E -mail immediately to given l — |
ac counts indicating the type of event, the time, and O
atta ching a picture taken while the event is Name E-tail Address
FE User 1 Liser 1@mail.com
detected. ME User 2 Lser2@rnail.com
FE User 3 Liser2@mail.com

Step 1:Sel ect Serd&malé action and t henrn

Step 2: The responding window will popup to Select Contact

type the message toappend . (You can choose more

than one contact).

Edit Address Book: Insert the contact information here.

Note :

1. Togive the system the E -mail ac counts, go to
Config > Setup > Hotline. See Configuration son
page 74 for detail s.

2. For Digital Input Event s, this warning action will send
the snapshot of the associated camera. Please
refer to I/O settings for detalils.

’

Custamized message content:

Motioh deteaction alarm of camera A, please do the below SOP.

’J QK ] ’)( Cancel ]

-01-
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4.2.5 Action Type - Phone Call

The system will call a given phone number when an unusual event is detected.

* Note: This function is not available under NUUO NVR Lite Licens e.
Step 1: Select the Phone Call action and then click OK.

Step 2: The responding window will popup  to Select Contactor

and key -in the message which want to

append on SMS content. (You can choose one more contact at once)

Note : To setup the phone numbe
- Hotline. See Configuration on page 74l.

r and make an audio record for the phone call, go to Config

4.2.6 Action Type - PTZ Preset Go

The PTZ (panftilt/zoom) camera will go to a preset point or auto
detected.
* Note: This function is not available under NUUO NVR Lite license.
Stepl:Sel ect the OPTZ Preset Goo6 acti
Step 2: The responding window will pop  upto PTZ Camera Preset Go
modify the setting.

Step 3: Set the action of cameras which you want to trigger by events.

For example: Please follow below steps to setup this function.
Set the action of camera 1:
1. Choose camera 1.
2. Set the start, end preset points.
3. Select the Life Cycle.
4. Click on Add.
Set the action of camera 2:
5. Choose camera 2.

[ ada ][ clear |

Camera | Start: | Life Cycle | End

| End Preset Go |

l/ Ok ] lx Cancel ]

- Setup
PTZ Camera Preset Go
Camera: ICAMM (camera 3) - | IP Camera
— Start
&+ Preset  Patrol
J1 | [
i~ Life Cycle
{+ Stop PTZ action when event disappear
" Keep PTZ action I secand
—End
* Preset " Patrol
The end preset go will take | second

6. Set the start patrol and end patrol.

7. Select the Life cycle

8. Click on Add.

9. Finally click on Ok to save all settin g of cameras.
Note: Configure your PTZ camera before using this functio
configuration.

4.2.7 Action Type 0 DI/DO
To trigger Digital input/output

n. See Configon page 72 for PTZ camera

DIDO
Digital output to signal:
IO Module Pin | Marme Life Cycle ||+
O Testboard 0 Light Event di vl
O Testboard 1 Output 1 Mmr
O Testhoard 2 Output 2 10 sec.
O Testboard 3 CQutput 3 30 sec.
60 sec.
Manual cancel
Input 2 Cutput 2
(]
v Automatically popup WO control panel > o
Input 3 CQutput 2
’J oK ] ’x Cancel l hd =
Stepl:Sel ect t/hbeO60OmmIcti on and then c¢click OK.
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Step 2: Select devices to be triggered by event.

Step 3: Click on the Life Cycle box of each device to configure the life cycle of each triggered alarm.

The alarm may termina te when the event disappears,
manual cancel.

Step 4: You can enable the  Automatically Popup I/O Control Panel
panel to monitor the /O status.

10/30/60 seconds after trigger, or
Note that you may also customize a timer by simply inserting a number in the box.

require a

check box to obtain the correspondent

Note : You should adjust the setting of I/O device in Config>Setting>1/O Device first, the 1/O control
panel will display the device status based on it. You can also adjust the size of the panel by dragging

a mouse or click the =Bl
4.2.8 Action Type dSend an SMS message
The system will send a n SMS message immediately to
given accounts indicating the type and time of
event.
* Note: This function is not available under NUUO NVR Lite
License.

Step 1: Selectthe 0Send a

OK.

SMS messaged6 a

Step 2: The responding windows will popup to Select Contact or
(You can choose one  or more contact s). Click the
0SendSMS me s dndica®rdo modify the setting.
Note: To configure a GSM modem for the system, go to
Config - Setup - Hotline. See Configuration at page 74.

4.2.9 Action Type 0 Send to Central Server

This action will send an event and snapshot to NUUOG Central Management

package, notincluded).
* Note: This function is not available under NUUO NVR Lite License.

Stepl:Sel ect the 0Send to Central

on the righttop o f the display window.

%% Select Contactor

Contactar:

X

[ Edit Address Book ]

MNarme

ME User 1
ME User 2
ME User 3

Phone Nurnber
111-11131-1111
22222222422
333-3333-3333

Customized message cantent:

customized message of each alarml

(7o ] (X cmel]

Servero

Server (separate software

Note : Please refer to the CMS user manual for details on using the Central Management System.

4.2.10 Action Type & Send snapshot to FTP

The system will upload a snapshot immediately to FTP site.
* Note: This function is not available under NUUO NVR Lite License.
Step1: Sel e ct Senrdenagshotto FTP 6 and

action

2: Configure o ptions.

Life Cycle : Configure the system to stop sending snapshots
after __ seconds, or when the event is terminated.

Frame Interval: Define the frequency of snapshots.

- Minimum is 1/60 fps (1 snapshot per 60 seconds )

- Maximum is 30fps (30 snapshots per second).

Step

Resolution: Choose to keep snapshot in original resolution or compress to lower resolution.

Note:

1. For Digital Input Event s, this warning action will send the snapshot

Please refer to 1/O settings for details.

2. Todefine an FTP server, go to Config > Setup > Hotline. See Configuration at page

-063-

action and then
Send Snapshot to FTP
Options
Life Cycle:
&+ Stop sending snapshot after: 1 SEC
t ¢~ Stop sending snapshotwhen event disappear
Frame Interval: 102 ~| fos
Resaolution:
" Original
&+ Customized —)— CIF
I 0K | [x Cance\]
of the associated camera.
74 for detail.
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4.2.11 Action Type 0 Popup E-Map on Event
The system will auto popup E -Map window and show the
assigned map and indicator.
* Not e: This function is not available under NUUO NVR Lite License.

Stepl:Sel ect the -M®Pppoap Eventd action ar

Step 2: The responding window will popup to Popup e -map on event.

Popup e-map on event

Map Layer: IFIower j

Indicator: ICam1 j

v OK | xX Cancel|

Cl i c k Pdpupé& -Map on Event ¢indicator to modify the  setting.

Step 3: Select the Map Layer and Indicator, and then click OK.
Note : To edit E-Map, see Configuration at page 92.

4.2.12 Action Type & TV-Out
Pop -up video to TV -Out monitor on event.
* Note: This function is not available if there is no SCB-7108/7116 card installed

Event Action
K@ w = | X W @ |

= G2 CAMDL Carners 1 Ll Solect Notification Action ]
&’ General Maotion

= & CAMD2 Camera 2 Action Type Description
8. General Motion [Llon Screen Display Display warning message on video...
= G CAMOS Camera 3 asPlay Sound Play warning sound
6. General Motian Bdsend E-Mai Send E-mail to contactors
=5 CAMD4 Carners 4 Phone Call Dial a phone call to contactor
@ General Motion +§¢PTZ Preset Go Trigger PTZ camera to present p...
— G CAMOS Camera S i DlDo Popup DI/DC panel or trigger digi...
& General Motion b Bdsms Send SMS ta contactars
= CAMOG Camera 6 B Central Server Send to Central Server
& General Mation _FTﬂ Send snapshot to FTP
= 4 CAMOT Camera 7 + EMap Popup E-Map on Event
‘8 General Mation ETv-Out Pop-Lip video to Tv-Out monitar ...
= @ CAMDS Camera 8
@ General Mation
= CAMOZ Carmera 9
@] General Motion

= G CAMILO Camera 10
& ceneral Motion
=G} CAMLL Camers 11
@, General Mation
= G CAML2 Camera 12
@] General Motion

[£3

4.3 Advanced Settings

Click onthe Advanced button on the bottom of the Event and Action Configuration dialog for advanced

settings.

Condition of startup 8 Smart Guard can be started under the follo w modes:
1. Manually start/stop from Start menu or as Main Console startup setting (default)
2. Started by defined D/I trigger. Select D/l from dropdown list and click OK.

[#] Testboard nput:2 anput 2)
= & System

(2] Disk Space Exhausted {+ Start Srart Guard detection when digital input signal trigger

't Event and Action Configuration

SR @@ W E |

=G CAMD3 Q& Room Action Options
'@, iGeneral Motian [Tlon screen Display

=1-OP CAMI0 Office & Sencl E-Mail
T Foreign Object =L

= G CAM11 Dema 43¢PTZ Preset Go
& Camera Occlusion + EMap Wap:iap, Ir =

=4 CAM12 Deskiop Advanced Settings
&I signal Lost r

= 5 Test POS -
& Transaction Start ~Video Praview Condition of startup

= Digital Input

" Manually startistop from Start menu or as Main Console startup setting

Select digital input module: Testhoard input:Switch j

I 0K ’X Cancel]

<] 7
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5. Configuration

{88 System Setting
v| & User Account Setting
) Auto Backup Setting

Satting

License Manager

SavefLoad Confiauration 4 |

Yidea Analytics ' @@ Counting Application

Metadata Application E .
Privacy Mask

Metadata Search
Log viswer
Backup

MNetwork Service

Help
About Main Console. ..

Config

Click on the Config icon, select from t
Modify the setting and access  License Manager,
Metadata Search, Log viewer,
to save/load all the settin  gs.

Backup, or Network Services.

he drop -down menu and open the Configuration panel.
Video Analytics , Metadata application,

Select Save/Load Configuration

* Video Analytics and Metadata Application not available under NUUO NVR Lite License.

* Video Source function available only with MPEG

- 65 -
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Storage Status Display
ey /
Startu
p ird mera ] 10 Device | PTZ Config ] Hotline ] Address Book onitorDispIav] Jovstick}
Startup Starage Status Display
[ Main Cansole e E] W Current Date
[ Schedule Recording System Driden ol CuEER T
[ Smar Guard System
[™ Counting Application & EeEin ey
|v Live Streaming Server v Free Disk Space
v Remote Playhack Server I [~ IF Camera Bitrate
I 3GFP Server Autormiatis Recycle: v User Defined Text 1
¥ Remote Desktop Server utomatic Recycle: MU
[ Central Management Service f* Reeycle when disk space is
[~ Full Screen less than 10 % v User Defined Text 2
[~ Auto Lock Systern " Only keep video for days Surveillance
Miscellaneous \ WCrlee o ] [ Advanced Setting

Miscellaneous Audia Preview uto Rehoot
[ Automatically popup event repart Default/Channel (NatUsed) I~ Enahble Auto Reboat
I e 0 s iy [ Erfahle Audio on Active Channel Every
[ Bynchronize video frames

Wolu/ne J at

DONS Service
/ / fv oKk | ’ X Ccancel ]

Audio Preview

5.1.1 Startup

Check the Main

Auto Reboot

Console box to execute Main Console system when windows startup.

Check the following 3 main functions and 5 network services to auto activate functions when Main Console

system is executing, including Schedule Recording System, Smart Gu

ard System, Counting Application, Live

Streaming Server, Remote Desktop Server, 3GPP Server, Remote Desktop Server and Central Management

Service.

Check ing other options can setup the startup status as Full screen

allow system to auto login with the preset account.

Setup Auto login: Enabl e

O0Auto

l oginé

obtain the Auto Login Setup panel, insert the User Account and
Password to login automatically when the system starts. Enable the

Minimize afte rlogin to minimize the Main

login.
5.1.2 Storage

Location: Assign the default folder

data files. Recommend not to save in system HD (

If you have more than one drive available for recording, you may check
evenly distribute recording to multiple drives.

Automatic Recycle:
Recycle when disk space is:

(default is 10%) .
Note:

(you can setup several

The system will automatically delete out
Set the standard limit to let t
Less than _ %: The system will start to recycle if the disk space is less than the indic

Console window after

and

, auto lock system by startup  or

Auto Login Setup
c || vseraccaunt | admin
Password: |
Password Canfirm: |
1
’/ 0K ] ’x Cancel]

directories for storage) for the system to store all
C :\)to avoid PC effi ciency drop when free storage is low.

OEnable Disk Load Balance 6to

This will increase efficiency of the system.

-dated data to save storage space.
he system recycle automatically.

ated percentage

1. The system will detect the storage space of default location firstly, if the default storage space is
exhausted, the video will be stored to the next directory.

2. Ifall the status of locations exceeds the storage ru le, the system will start recycling in

progress.

- 60 -
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Delete the video records that are Advanced Recycle Setting
older than the number of days set. ——
If the default storage spaces exhausted ( disc space " Keep eventlog within Interval of videa fles
is less than 3%y, the system will start to recycle by hourly @ e e L =
pel’iod . System Log
CI|Ck the button to Obtain the Advanced " Keep system |og within interval of video files
. % Keep system log far 14 days
Recycle Setting panel. Set the days that you want to keep
the event or Keep all eventlog s within interval of video ceuning _
. ™ Keep counting log within interval of video Tiles
f|IeS. . + Keep counting log for a0 days
Delete the event log data that is older than th e
Metadata Transaction
number of days set. " Keep Metadata transaction within interval ofvideo files
Delete the system log data that is older than = Keep Metareta ransastioin for [0 days
the number of days set. Resource Report
De|ete the Counting app“cation data that is " Keep resource report within interval of video files
older than the number of days set. D (e e ity A
Delete the metadata transaction Exportand Backup Log - _
data tha t iS Older than the number Of dayS Set. " Keep export and backup log within interval of video files
. + Keep export and backup log for 14 days
Delete the Resource report data that is -
Ider than the number of days set ey ba
0] .
‘\/ 0K [x Cancel I
Check the boxes of the infor mation that you wish  to see in the information display window in the Mai n
Console.
_
2010/10/18
17:46:17
admin Advanced Sething
Temperature
W CPU Tempetature
' Celsius Degree
" Fahrenheit Degree
v Motherboard Termperature
* Celsius Degree
" Fahrenheit Degree
Fan Speed
[ CPUFan Speed
[” Power Fan Speed
Sysiem Resource
[™ Total CPU Loading
[ Total Mermory Usage
. i Metwark Utilization
Select the information such as Current Date, Current [ Total Upload Bitrate
Time, Login User, Free Disk Space, IP Camera Bit rate and User Defined I~ Total Dawnload Bitrats
' Miscellaneous
Text
[~ System uptime
Click the button to  obtain the Advanced Setting
Panel to selec t Temperature , Fan Speed, System Resource , Network [V ok | [ X canl ]

Utilization information and System Uptime info  you wish to display.

Automatically Popup Event Re  port : Event report dialog

effect .

to automatically popup when events
Make sure to stop Smart Guard System before you modify the setting, otherwise the

Minimize to sy stem tray : Enable the Option to minimize the Main console

windows task bar when pressing the min imize button.

to be an icon in notification area of

are detected.
modification will not take
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Minimize
Note: Insert the username and pass word of Main Console again when ¢

Main Console icon in notification area of windows task bar

Synchronize video frame s Select to avoid
increased .

licking the minimized

to start monitoring.

image tearing problem s that may oc cur while CPU loading is

"Dynamic DNS Setup
DDNS Service: Dynamic Domain Name Server (DDNS) function allows
you to use Live View or Web View to connect to the Main Console Provider |ptons =
through Internet event if you have a dynamic IP address Username |
Password ]
Click on the DDNS button t 0 obtain the Dynamic DNS Setup panel. e |
Set up the DDNS function by selecting the provider type, filling with
user name, password and hostname, and adjust the update period. SREBTE £ 10 nnuics
’\/ oK ] ’x Cancel ]
5.1.5 Audio Preview
Default Channel:  Select the audio channel that you wish to he ar from in oDé&fault Channe
Enable Audio on Active Channel: Selectthe OEnable Audioon Acti ve Channel 6 option to
from the selected video channel ( selected by mouse) on each video grid of Main Console. The default
channel will play if no specific video channel is selected.
Volume: Adj ust the volume with the ovolume bar. 6
System plays the audio of System plays the audio of the
odefault channel 6 upper -left oselected channel 6
5.1.6 Auto Reboot
Check the optionof 0 E n a BditoeR e b o osd that you can reboot the system Startun
on the time you select. I’ wain consale ]
I” Schedule Recording System
Step 1: Check the option of 0 E n ke luto Reboot . 6 ™ Smart Guard System
I Counting Application
Step 2: Select the time you want to reboot. ¥ Live Shreaming Server
¥ Remote Playback Server
Note:Enabl e O0Main Consoled, OAuto Loginé, igeppse“’er ac
check other status in Startup section  so when PC reboot s the system will run = Jomoe Deskiop sener
" Iv Central Management Service
normally. I~ Full Screen
Auto Reboot [~ Auto Lock Systermn
[~ Enable Auto Reboot B o
’
Ewery
at
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5.2 Setting - Camera

Config
Setting
Search General Camera IIIO Device' PTZ Confi’| Hotline | UserAccount' Address Book' Maonitor Displav' .Joystick'
thySearch b Insest P Delet | ¥4 Contig B——

B cape] cami " S |
M0z VIVOAEK-FO7131
B CaM03 VIYOTEK-127151 -
B CAMO4 XIS 2104 (192,168.2,22)
Insert 45 CAMDE D-Link DCS-6100 (192, 168
45 Cap0e vivotek FO7141 (192,168,

RCAMOS AXIS 2104 (192,168.2,22)
&5, CAMO3 VIVOTEK-TP7135

&5 CAM10 LevelOne WCS-2040 (192,
&5 CAML1 LevelOne WCS-2060 (192,
85 CAM12 AXIS 214 (192.168.2.24)
5 CAM13 D-Link DCS-5610 (192,168
Delete 45 CAM14 CAMZ

—Camera Parameter———— 05D Setting

ICAM2 [+ Enahle
[~ Date IEDDQIDMSD Vl

50 to Weh Interface ™ Time IAM11Z1SZUD 'l
Camera Settings [V Camara Numbar
video Parameter I Camera Name Font

Stream Profile I™ Bitrate Apply Al
1| | |

v 0K | X Cancel|

5.2.1 Add Camera
Four function buttons will be included in the Setting/Camera panel if you have our Hybrid Surveillance
System license for IP camera.

Search: Clickonthe Searchicon for the Search IP Camera panel. The system will start scanning
automa tically ; click on the Stop Scan button  to stop scanning any time .
Search [P Cameras
Deice Found:
P Vendor Model MAC ~
Oioziee.1.131  Levelone FE55011 004075000006 |
[0192.168.1.43 Panasonic BL-C10 00-80-f0-56-d6-ad
O192.168.1.130 LevelOne FCS-4000 00-40-25-00-00-13
[J192.168.1.97 LevelOne W(s-2010 00-11-6B-80-44-F1
Oioz.168.1.90 LevelOne FCS-1010 00-11-68-80-44-8D
O102.168.1.60 AXIS 207 00-40-8C-7247-85
[O192.168.1.93 LevelOne FCS-3000 00-11-68-80-3A-05
[192.168.1.98 LevelOne FCS-1040 00-11-68-80-47-01
[J192.168.1.92 LevelOne W(s-2030 00-11-6B-80-32-28
[Oi9z.168.1.04 Levelone FCS-1030 00-11-6B-80-36-FD -
IP Camera Option -
Camera Name: |Lwe\l)ne FCS-5011 (192.168.1.131)
User Name:
Password:
z o

Fill in the user name and password for each IP camera found and click OK to add it to the camera list.

Insert: Click on the Inserticon for the IP/Video Server Setting panel and add IP cameras to the list. See
following part ( IP Camera /Video Server Setting panel) for detail.

Delete: Click on the Delete button to remove the selected IP camera(s) from the system. Click OK to finalize
the modification.

Config: Click on t he Config button  for the IP/Video Server Setting panel. You can modify the IP camera
settings with the Setting panel. See following part ( IP Camera / Video Server Setting panel) for detail.
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panel
Network :

\;Network
Mame: I
IP Address: | [~ Use DNS
Hitp Port: |eu
Uszer Mame: I
FPassword: I

Device Protocaol: ~ ToP UDP & HTTP

\.Device
wendar [ j Autn Detert
Carera Model: [ 7777777777777 ZI
o 1 T2 F s e

Description s ds v Os
\-Descrimion
Wideo Codec:MJPEG
Audio Codec:MA
Camera:1, D0, Do:0
W Ok | X Cancel |

Network: Fillin required info of the Network field (including Name, IP Address, Http Port, User Name, Password

and Pro

tocol)

referri

ng to

to use domain name instead of IP address.

Device: Choose the IP camera manufacturer from the drop

Detect o

aetettedtvéndor /

Description: Showsinformation for the IP camera.

5.2.3 Camera Parameter

Camera List

General Camera |I10 Dewcel PTZ Cunﬂgl HUtIlneI UserAccUumI Address Book | Monitor Display Juysllckl

\ P Search {4 Insert P Delete | (o4 Config
&5 CAMDL Caml

EE, camoz wIVOTEK-FD7131

&8 CAMDZ WIVOTEK-IZ7 151

&5 CamMO4 AXIS 2104 (192.168.2.22)
B CAMOS D-Link DCS-6100 {192,168
&8 CAMOG Yivotek FD7141 (192, 168.]
&5 CAMO7 vivoiek FD7132 (192,168,
I5 CAMOB AXIS 2104 (192,160.2,22)
2B CAMDS WIVOTEK-IFT135

&E CAM10 LevelOne WCS-2040 (192,
&5 CaM11 LevelOne WCS-2060 (192,
85 a1z AXIS 214 (192.168.2.24)
4B CAM13 D-Link DCS-5610 {192,168
{5 CaM14 CaMZ

t he i

-down menu.
model name will show in the box.

nstruct

Camera Parameter

ICAM2

GotoWeb Interface

Camera Settings

Video Parameter

Strearm Praofile

050 Setting—————

¥ Enahle
™ Date IQDDQIDMSD 'I
I Time W
¥ Camera Mumber
Font
Apply Al

¥ Camera Mame

™ Bitrate

oK | X Cancel ‘

Alternativelyc | i ¢ k

on

on

Camera L ist: The camera(s) connected to the system will show on the panel, click the name of the camera
to adjust the set ting.

Camera Parameter:
Camera Name:

Go to Web Interface:

Camera Settings:
Video Parameter:

Lens Setting: ImmerVision Lens iscurrently supported . Click to enable lens or setup configurations, such

Name the camera

Go to vendor & website interface to configure the camera setting (o

Set the camera parameter offered by camera vendor.

Adjusts the

as camera position.
Stream Profile: Stream profiles are pre -defined to prefer red settings which will respon d from the query

vi deoos
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of the remote live view function.  Each profile has different Format, Frame, Resolution, Quality and Bit
rate ( Kbps) settings.

St Profil
ream Profile —

/

Options

Note:
The types of stream profile sand options will differ among stream sources.
IP camera s on NVR IP+ License:

5 profiles include Original ( not configurable ), High, Normal, Low and Minimum (for PDA/Smart Phone
Clients).

IP cameras on NVR Lite License:

3 fixed, not configurable  profiles including Original, Low and Minimum (for PDA/Smart Phone Client  s).
Analog camera son SCBseries1000-3000 :

4 profiles include High, Normal, Low and Minimum (for PDA/Smart Phone Clie nts).
Analog camera s on SCBseries 6000S/7000S/7100 :

4 profiles include H.264 (H.264 format only), High, Normal, Low and Minimum (for PDA/Smart Phone
Client s).

HDcctv camera s on SCBseries 8000HD series
4 profiles include H.264 (H.264 format only), Hig h, Normal, Low and Minimum (for PDA/Smart Phone

Client s).
Note:
1. UseoCopyto é 6 o p toiapply setting sof a single camerato others.
2. To choose stream profile of remote live view, see Live view setting at page 104 for detail.

5.2.4 OSD Setting

Select the information that you wish to see in the on -screen display, or the sub -screen of the camera. Click
the Font button to setup the font style.

Choose Font

Foreground

Font [T Tahema -

Size: El -

color [ |¥]

v Bold v Edoge

Background

Calor: I

Transparency, ————————— F— 210
Default

-71 -









































































































































































































