
 

For information relating to video surveillance, please contact us, via email at info@cctvcamerapros.net,  
or by phone at 561-433-8488 / 888-849-2288; or visit our Website: www.cctvcamerapros.com 

 

 

VDS-102HD HD CCTV Video Splitter 

 

 

 

 

 

The VDS-102HD is a two channel HD CCTV video splitter that takes a single HD-TVI, AHD, or HDCVI BNC video input and 
distributes it to 2 BNC outputs. This is an excellent device for surveillance video applications that require a security 
camera to be connected to multiple monitors or DVRs. A camera or DVR can be used as the video input. A 12V-DC 
power supply is included. 

 

For more information about the VDS-102HD, please click here. 

Features 

Video Input Channel BNC x 1, 75 Ohm, 0.8 ~ 1.2 Vpp 

Video Output Channel BNC x 2, 75 Ohm, 1 Vpp 

Video Bandwidth 350 Mhz -3 dB Gain 

Power Supply 12V-DC 500 mA 

Power Consumption 160 mA (Max) 

Temperature Operation: 0 ~ 55°C, Storage: -20 ~ 85°C, Humidity: Up to 95% 

Dimensions 57.8 x 49.2 x 41.7 mm / 2.27 x 1.93 x 1.64 inches 

Weight 70 grams 
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